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Lubricating & Painting 
                             Products        

SP-8500 Gravity Air 
Spray Gun

SP-1109R HVLP Air 
Spray Gun w/Regulator

SP-8000 High Pressure Air 
Spray Gun

AT0013323100TA13100TA

SP-1140R High Pressure Air 
Spray Gun

AT00142

Code Model Feed Type Std Nozzle
(mm)

Opt. Nozzle
(mm)

Cup Cap.
(L)

Air Inlet
(NPS)

Air Hose
(NPS)

Avg. Air 
Consumption

(l/min)

Net Wt.
(kg)

Recommended 
Air Pressure

(PSI)

AT00131 SP–8500 GRAVITY 1.4 1.7, 2.0 0.6 ¼” 3/8” 250 0.47 50–80

AT00132 SP–1109R GRAVITY 1.4 1.7, 2.0 0.6 ¼” 3/8” 250 1.4 15–43

AT00133 SP–8000 SUCTION 1.6 1.2, 1.5, 1.8, 2.0 1 ¼” 3/8” 200–400 1.1 30–70

AT00142 SP–1140R SUCTION 1.6 1.0, 1.5, 1.8, 2.0 1 ¼” 3/8” 200–400 1.1 30–70

SP 60-8

30:1 Airless Pump
Working Pressure: 
2-8kg.cm2 
(30-120psi)
Max. Outlet Pressure: 
240kg/cm2 
(3600psi)
Flow rate: 
4L/min
Air Inlet: 
3/8 or 1/2PT
Suction Inlet: 
3/4PT
Discharge Outlet: 
3/8PT AT00128

Air Paint Tank 
(Manual Type)

AT 00126 (20L)
SP 2020
AT 00137 (30L)
SP 2030
AT 00138 (40L)
SP 2040
AT 00139 (60L)
SP 2060

10L Paint Tank w/Hose & Spray Gun

AT00135
SP-1180S
Spray Gun Only

AT00134
SP-2250
10 litre 
Paint Tank 
Complete Set

AT00136
SP-1180T
Paint Tank Only

10L Paint Tank 
(Inside Coating: 
Telfon)

AT00127
SP-2010

Engine Cleaner
Cleaning gun suitable for cleaning machines and tools with strong spraying of rinse 
oil or gasoline.

Air Duster
The air duster are suitable to take away any dust and chips on the surface of machine 
tools and every other parts to be painted.

AT00090
SP-1033

AT00088
SP-1032

AT00087
SP-1036

AT00143
SP-1035

AT00140
SP-5522B

AT00130
SP-5515

AT00089
SP-3310

AT00091
SP-3320

Code No. AT00163

Model SP021

Motor Type DC (TEFC)

Power Input 1000W

Voltage 230V / 50Hz, 110V / 60Hz

Max Tip Size 0.021in.

Max Flow 2.1 l/min (0.55gpm)

Max Pressure 207 bar (3,000 PSI)

Net Weight 29.4kg (64.68Lbs)

AT00163

Electric Piston Pump Airless Sprayers

Our airless sprayers can handle a very 
wide range of point types. The can use, 
among others:

Wood interior: lacquer, varnish, stain, • 
sealer, enamel,
Ceiling: high-build’• 
Wood exterior: exterior stain, vinyl, • 
acrylic, latex,
Masonry: alkyd, vinyl, latex, • 
elastomeric, block filler,
Strural steel: heavy coatings• 

Hot melt welding putty 
(To Repair Rigid PVC, Stainless steel, Cast iron, Brass & Bronze and Aluminum)

AU00611

Feature:n
1. The product do not contain the organic solvent (100%) solid solute. It will not evaporate and harden.
2. Environmental production and non-pollutian. The product is containging no heavy
 metal (Cd, Cr, Hg and Pb).
3. Pot-life : within fi ve years under 25˚C
4. Curing : room temperture 2hrs-4hrs, under the heating temperature of 200˚C, it
 will take 10 ~ 30 seconds to harden.
5. Working pressure : MWP 30kgf/cm2 (425psi).
6. Heat resistance 180˚C, Cold resistance-60˚C.
7. Corrosion, acid, alkali and freon resistance.
8. Strong adhesion various high tencacity. Expansion when hot and shrinkage when cold.
 It will not spall and crack.

Application
Multi-purpose of repairing in various materials.such as:rigid pvc pipes,stainless steel, bronze, brass, casting 
iron, aluminum, galvanized pipe & socket, elbow, pressing fi tting, cooling/heating/steam coil, A/C condenser, 
A/C pipe. evaporator, radiator.power steering pipe.transmission case, and different hard materials welding 
adhesion each others

This powerful anaerobic sealant is a single–fluid non–solvent agent. Its main component is the liquid 
macro–molecular substance. Its fi lls the gaps of metal parts and adheres to them at room temperature when 
air is block.
Various types are available to cater to different purposes, such as the low strength, medium strength and high 
strength type, and for use with screw or fitting. 
* Fastening and sealing of screws.
* Fastening the fitting parts of pulley, etc.

Packing: 50g, 250g/plastic container

ThreeBond 1300 Series

AU00019

Type
htgnertS woLhtgnertS muideMhtgnertS hgiH

AU00019 AU00022 AU00023
1303 1305 1322 1324 1327 1342 1344

Color Green Green Red Red Red Blue Blue
Viscosity cps ±20% . 25°C 150 600 150 600 2500 150 600
Return torque (kgf . Cm) . Break–loose torque*1 250~350 250~350 100~200 100~200 200~300 50~100 50~100
Return torque (kgf . Cm) . Prevailing torque*1 250~350 250~350 250~350 250~350 200~300 50~70 50~70
Fit strength (kgf/cm²) 6Ø x 15L*2 250~350 250~350 160~210 200~280 220~300 100~160 100~160
Fit strength (kgf/cm²) 12.7Ø x 11L*3 200~250 200~250 140~190 160~210 180~230 20~60 50~90
Setting speed, time to practical strength (hr)*4 1~2 1~2 1~2 1~2 1~2 1~2 1~2
Setting speed, time to fi nal strength (hr) 24 24 24 24 24 24 24
Optimum clearance (mm) 0.005~0.01 0.01~0.02 0.005~0.01 0.01~0.02 0.02~0.05 0.005~0.01 0.01~0.02
Maximum clearance (mm) 0.15 0.3 0.15 0.3 0.3 0.15 0.3
Chemical resistance*5 4 4 4 4 4 3 3
Usable temperature range -80~150°C -80~150°C -80~150°C -80~150°C -80~150°C -80~150°C -80~150°C

Main usages
Permanent fi xing & sealing of stud 

bolts & screws
Medium strength fi xing & sealing of 

removable  bolts & nuts
Fixing and sealing of screws 
requiring frequent removal

AU00653 AU00654 AU00655 AU00656

Chemicals
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Main Components Phenol Resin modifi ed with Fatty Acid Modifi ed Alkyd Resin Synthetic Rubber Synthetic Rubber Lubricating Oil, Colloidal Metal
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Color
Viscosity                            (cP, 25°C)
Specifi c Gravity                      (25°C)
Non–Volatile Matter                   (%)
State after Application
Elasticity

Reddish Brown
1,000,000

1.42
Non–Solvent
Non–Drying
Non–Elastic

Yellow
6,900
1.33
79

Non–Drying
Non–Elastic

Gray
9,500
1.36
56

Semi–Drying
Elastic

Black or Silver
3,500
0.92
26

Peelable Dry Film
Elastic

Black
40,000

3.00
94

Non–Drying
Non–Elastic
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80°C                                  (Kgf/cm²)
150°C                                (Kgf/cm²)
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Heat Cycle Resistance             (Kgf/cm²) 5655095753
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e to Water                                 (95°C)
to Gasoline                             (50°C)
to Oil                                    (100°C)
to NaOH                                 (10%)
to H2SO4                                                         (10%)
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Mounding
Dismantling
Tackiness after Application
Serviceable Temp.
Diluent

(°C)

4
3

Tacky
-40–80

–

3
3

Tacky
-40~150

Toluene, MEK

4
3

Non–Tacky
-40~150

Toluene, MEK

3
4

Non–Tacky
-40–150

Ethyl Acetate, MEK

4
4

Tacky
-40–400

Toluene, MEK

Content (Container) 1kg Can, 200g Tube 1kg Can, 200g Tube 1kg Can, 200g Tube 1kg Can, 150g Tube 1kg Can

Old Grade Reference 7# BT5# BT4# BT2# BT1# BT

Features Non-solvent and harmless• 
Excellent sea water resistance• 
Does not deteriorate plastics • 
and rubber

All–round use• 
Non–drying, easy application• 
Excellent gasoline resistance• 
JIS K-6820• 
Patent No. 506844• 

All–round use• 
For large clearance application• 
Excellent LPG S/b on one line • 
resistance
JIS K-6820• 
Patent No. 569400• 

Vibration resistance• 
Peelable dry fi lm• 

For high temperature application• 

Silicone RTV (Room Temperature Vulcanization)
D7021 / C7021512121211121

Reaction Mechanism Deoximization Deoximization Deoximization Deoximization

Color )D7021( revliS / )C7021( nworb–deRyarGetihWetihW

State, Viscosity                   (cP, 25°C) diu fl–noNdiu fl–imeSdiu fl–noN000,07

Specifi c Gravity                       (25°C) 05.105.150.110.1

Extrusion
g / 5sec 03540354

cc / 5sec 02035.8203

Touch-proved Desiccation Time  (min) 5065109

Setting Time                        (mm/day) 0.35.2——

Hardness                                      (Hs) 06545302

Tensile Strength                  (Kgf/cm²) 05510201

Elongation                                    (%) 071023062032

Shear Bonding Strength     (Kgf/cm²) 0.210.80121

Chemical 
Resistance

To Water 4.0-5.0-3.1+5.0–

To Engine Oil 8.5+0.3+0.5+0.5+

To Gasoline 0.3-0.4-1.51-2.02–

Removability dooGlamroNlamroNlamroN

Effective Temperature Range -60~ 06-C°052 ~ 06-C°052–06-C°052 ~250°C

Coating Method gnicarTgnicarTgnicarTgnicarT

Capacity gk02 ,cc333 ,g051gk02 ,cc333 ,g052g001g001

Typical Application General Purpose General Purpose Differential case, Transmission Water pump, Oil pan
Main Features Fluid, Easy application Non–fl uid,

Easy mounding
Resistive for gear oil Quick setting, high tolerance to 

pressure realized immediately after 
coating–assembling, high resistivity 
to chemicals, readily removable and 

resistive to LLC and engine oil.
Caution: May deteriorate copper and copper alloys

Type 
Grade

Type 
Grade

Item

Item

Chemicals
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