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lsStock Code Dia. Stock Code Dia. Stock Code Dia. Stock Code Dia. Stock Code Dia. Stock Code Dia.
AC00060 12mm AC00061 13mm AC00062 14mm AC00063 15mm AC00064 16mm AC00065 17mm
AC00066 18mm AC00067 19mm AC00068 20mm AC00069 21mm AC00070 22mm AC00071 23mm
AC00072 24mm AC00073 25mm AC00074 26mm AC00075 27mm AC00076 28mm AC00077 29mm
AC00078 30mm AC00079 31mm AC00080 32mm AC00081 33mm AC00082 34mm AC00083 35mm
AC00084 36mm AC00085 37mm AC00086 38mm AC00087 39mm AC00088 40mm AC00089 41mm
AC00090 42mm AC00091 43mm AC00092 44mm AC00093 45mm AC00094 46mm AC00095 47mm
AC00096 48mm AC00097 49mm AC00098 50mm AC00099 51mm AC00100 52mm AC00101 53mm
AC00102 54mm AC00103 55mm AC00104 56mm AC00105 57mm AC00106 58mm AC00107 59mm
AC00108 60mm AC00109 61mm AC00110 62mm AC00111 63mm AC00112 64mm AC00113 65mm

Jetbroach HSS Cutter

AC 00114

Tungsten Carbide

AC01042

Jetbroach Carbide Cutter

Cutter Sizes Standard Range
(3/4” shank for through holes up to 25mm deep)

Sizes: Larger sizes of both kinds, in either special lengths or diameter, are available to special order.

Long Series Range
(3/4” shank for through holes up to 50mm deep)

Stock Code Dia. Stock Code Dia. Stock Code Dia. Stock Code Dia. Stock Code Dia. Stock Code Dia.

AC00006 12mm AC00007 13mm AC00008 14mm AC00009 15mm AC00010 16mm AC00011 17mm
AC00012 18mm AC00013 19mm AC00014 20mm AC00015 21mm AC00016 22mm AC00017 23mm
AC00018 24mm AC00019 25mm AC00020 26mm AC00021 27mm AC00022 28mm AC00023 29mm
AC00024 30mm AC00025 31mm AC00026 32mm AC00027 33mm AC00028 34mm AC00029 35mm
AC00030 36mm AC00031 37mm AC00032 38mm AC00033 39mm AC00034 40mm AC00035 41mm
AC00036 42mm AC00037 43mm AC00038 44mm AC00039 45mm AC00040 46mm AC00041 47mm
AC00042 48mm AC00043 49mm AC00044 50mm AC00045 51mm AC00046 52mm AC00047 53mm
AC00048 54mm AC00049 55mm AC00050 56mm AC00051 57mm AC00052 58mm AC00053 59mm
AC00054 60mm AC00055 61mm AC00056 62mm AC00057 63mm AC00058 64mm AC00059 65mm

Pilot Pin

Stock Code Size

AC00147 25mm 
AC00148 50mm

75mm
AC 00203

50mm
AC 00060

25mm
AC 00006

Unicut TCT Cutter
(35mm Short Serie)

Stock Code Dia. Stock Code Dia. Stock Code Dia. Stock Code Dia.

AC01205 13mm AC01206 14mm AC01207 15mm 
AC10060 16mm AC10061 17mm AC10062 17.5mm AC10063 18mm
AC00114 19mm AC00115 20mm AC00116 21mm AC00117 22mm
AC00118 23mm AC00119 24mm AC00120 25mm AC00121 26mm
AC00122 27mm AC00123 28mm AC00124 29mm AC00125 30mm
AC00126 31mm AC00127 32mm AC00128 33mm AC00129 34mm
AC00130 35mm AC10064 36mm AC10065 37mm AC10066 38mm
AC10067 39mm AC10068 40mm AC10069 41mm AC10070 42mm
AC10071 43mm AC10072 44mm AC10073 45mm AC10074 46mm
AC10075 47mm AC10076 48mm AC10077 49mm AC10078 50mm

Unicut TCT Cutter
(50mm Long Serie)

Stock Code Dia. Stock Code Dia. Stock Code Dia. Stock Code Dia.
AC00132 36mm AC00133 37mm AC00134 38mm AC00135 39mm
AC00136 40mm AC00137 41mm AC00138 42mm AC00139 43mm
AC00140 44mm AC00141 45mm AC00142 46mm AC00143 47mm
AC00144 48mm AC00145 49mm AC00146 50mm AC10079 16mm
AC10080 17mm AC10081 17.5mm AC10082 18mm AC10083 19mm
AC10084 20mm AC10085 21mm AC10086 22mm AC10087 23mm
AC10088 24mm AC10089 25mm AC10090 26mm AC10091 27mm
AC10092 28mm AC10093 29mm AC10094 30mm AC10095 31mm
AC10096 32mm AC10097 33mm AC10098 34mm AC10099 35mm

For optimum performance from Unibor machines:-
Gives you:-
• Longer tool life • Faster feed • Lowest Cost per Cut • Energy savings 
• Best value
The proven value and sucess of broaching
cutters is based upon the lower energy 
required to cut more accurate holes with 
longer tool life. The unique geometry of
Unibor cutters gives fast feed, lower cutting
resistance, greater accuracy, better finish
and required less drill power. Unibor
standard cutters are carefully made in M2 
high speed in our workshops on the state of 
the art CNC machines for consistent quality 
and accuracy, while the Tungsten Carbide 
range is manufactured from EN24
hardened steel to our unique design which
provide full tooth support to the fine grain
carbide inserts and offers generous side 
clearance.

UNI-3555

AC01040

55mm low profile magnetic drill

Max core drill dia 55mm :  Cutting depth 50mm 
Voltage: 110/220HZ
Rated input Power: 1900W
No-load speed: 550RPM
Features:
Mini light weight, portable
Simple core drill
Packed in steel box + carton box
Packing size: 40cm x 19cm x 29cm

100mm low profile magnetic drill

Model Number UNI-1000

UNI-1000

Core drill dia (mm) Ø100
Twist drill dia (mm) Ø28
Tapping dia (mm) M26
Rated voltage (V) 110/220~
Rated frequency (Hz) 50-60
Rated input power (W) 2380
No-load speed (rpm) 100-160/350/695
Max attraction (N) 17600
Cutting Depth (MM) 50
Stroke (mm) 330
Packing size (cm) 48*23*52
Net/Gross weight (kgs) 27/32 
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UNI 5000 Xtreme 2-Speed

Cutter    50mm
Cutting Shank    19mm
Twist Drill Capacity    13mm
Clamping Force    1,000kg
Size    610mm x 280mm x 460mm
Weight    14kg

AC 01026
AC 01027

UNI 7500

AC 01029
AC 01030

Cutter    75mm
Cutting Shank    19mm
Twist Drill Capacity    32mm
Taps    25mm
Morse Taper    No.3
Clamping Force    2,250kg
Size    630mm x 280mm x 470mm
Weight    27.7kg

UNI 3000 Auto

Cutter    35mm
Cutting Shank    19mm
Twist Drill Capacity    13mm
Clamping Force    800kg
Size    570mm x 240mm x 520mm
Weight    17kg

AC 01035
AC 01036

UNI 3500

AC 01038
AC 01039

Cutter    35mm
Cutting Shank    19mm
Twist Drill Capacity    13mm
Clamping Force    800kg
Size    520mm x 170mm x 470mm
Weight    14.8kg

Motor

Standard Accessories
1 Oil Tank, 1 Guard, 1 Safety Chain, Crank Handles,
1 Hex. Wrench: 2.5mm, 
1 Hex. Wrench: 6mm, 1 Auxiliary Handles

Motor

Standard Accessories
1 Hex. Wrench: 4mm & 2.5mm, 3 Crank Handles, Safety 
Chain, Side Handles, 1 Oil Tank, 1 Guard 

Motor

Volts Cycles Amps Power No Load Speed

120V 50/60Hz 15A 2200W 450/280r.p.m

220V 50/60Hz 7.5A 2200W 450/280r.p.m

Standard Accessories
1 Hex. Wrench: 2.5mm, 1 Wrench 8mm, 3 Crank Handles,
1 Guard, 1 Safety Chain

Motor

Standard Accessories
1Gurad, 1 Hex. Wrench: 6mm, 3 Crank Handles, 1 Auxiliary 
Handles, 1 Hex. Wrench: 2.5mm, 1 Oil Tank, 1 Safety Chain

Optional no. 
3 morse taper 
accessories 
available for 
tapping up to 
25mm, taper 3 
shank twist drills 
up to 32mm, 
chucks, reamers, 
countersinks and 
more.

Bit not included

Magnetic Drill Set

Stock Code

AC01026

AC01027

Stock Code

AC01035

AC01036

Stock Code

AC01029

AC01030

Low Profile Magnetic Drill

Specifi cations

AC01225

AC 01224Stock Code
Model No 
Power input
Voltage
No Load / Full Load RPM
Max Capacity Dia x Depth of cut
Weldon shank
Magnetic Adhesion
Overload Protection
Dimension
Net Weight

450/390
Stock Code

AC01038

AC01039

Model No. Dia. Model No. Dia. Model No. Dia. Model No. Dia. Model No. Dia. Model No. Dia.
AC00060 12mm AC00061 13mm AC00062 14mm AC00063 15mm AC00064 16mm AC00065 17mm
AC00066 18mm AC00067 19mm AC00068 20mm AC00069 21mm AC00070 22mm AC00071 23mm
AC00072 24mm AC00073 25mm AC00074 26mm AC00075 27mm AC00076 28mm AC00077 29mm
AC00078 30mm AC00079 31mm AC00080 32mm AC00081 33mm AC00082 34mm AC00083 35mm
AC00084 36mm AC00085 37mm AC00086 38mm AC00087 39mm AC00088 40mm AC00089 41mm
AC00090 42mm AC00091 43mm AC00092 44mm AC00093 45mm AC00094 46mm AC00095 47mm
AC00096 48mm AC00097 49mm AC00098 50mm AC00099 51mm AC00100 52mm AC00101 53mm
AC00102 54mm AC00103 55mm AC00104 56mm AC00105 57mm AC00106 58mm AC00107 59mm
AC00108 60mm AC00109 61mm AC00110 62mm AC00111 63mm AC00112 64mm AC00113 65mm

Jetbroach HSS Cutter

AC 00114

Tungsten Carbide

AC 00004

Specifications:

Clamping force - 1800kg
Power consumption - 1200w
Motor -  B4/32
Speed - 220/260/350/420rpm.
or Universal Vari-speed
Speeds - 70- 275 & 140- 540rmp. 
Width - 125mm
Height -530mm
Length - 350mm
Weight - 35kg (inc motor)
Cutter capacity - 85mm long or short
Twist drill capacity - 32mm No. 3MT
Input voltage - 110 or 220/240v
Included allen keys, safety guard, safety 
chain, carabina hook, cutting oil.  

Featuring a choice of heavy duty motors-a four speed motor 
unit or our electronic variable speed motor-both of which 
deliver substantial torque to the cutting tool. The S85 offers 
unrivalled cutting power.

S85/32 Magnet Drill Set

25mm lateral movement

Swivels through 330˚

Jetbroach Carbide Cutter

Cutter Sizes Standard Range
(3/4” shank for through holes up to 25mm deep)

Sizes: Larger sizes of both kinds, in either special lengths or diameter, are available to special order.

Long Series Range
(3/4” shank for through holes up to 50mm deep)

Model No. Dia. Model No. Dia. Model No. Dia. Model No. Dia. Model No. Dia. Model No. Dia.

AC00006 12mm AC00007 13mm AC00008 14mm AC00009 15mm AC00010 16mm AC00011 17mm
AC00012 18mm AC00013 19mm AC00014 20mm AC00015 21mm AC00016 22mm AC00017 23mm
AC00018 24mm AC00019 25mm AC00020 26mm AC00021 27mm AC00022 28mm AC00023 29mm
AC00024 30mm AC00025 31mm AC00026 32mm AC00027 33mm AC00028 34mm AC00029 35mm
AC00030 36mm AC00031 37mm AC00032 38mm AC00033 39mm AC00034 40mm AC00035 41mm
AC00036 42mm AC00037 43mm AC00038 44mm AC00039 45mm AC00040 46mm AC00041 47mm
AC00042 48mm AC00043 49mm AC00044 50mm AC00045 51mm AC00046 52mm AC00047 53mm
AC00048 54mm AC00049 55mm AC00050 56mm AC00051 57mm AC00052 58mm AC00053 59mm
AC00054 60mm AC00055 61mm AC00056 62mm AC00057 63mm AC00058 64mm AC00059 65mm

Pilot Pin

Model No Size

AC00147 25mm 
AC00148 50mm

75mm
AC 00203

50mm
AC 00060

25mm
AC 00006

Unicut TCT Cutter
(35mm Short Serie)

Model No. Dia. Model No. Dia. Model No. Dia. Model No. Dia.

AC01205 13mm AC01206 14mm AC01207 15mm
AC10060 16mm AC10061 17mm AC10062 17.5mm AC10063 18mm
AC00114 19mm AC00115 20mm AC00116 21mm AC00117 22mm
AC00118 23mm AC00119 24mm AC00120 25mm AC00121 26mm
AC00122 27mm AC00123 28mm AC00124 29mm AC00125 30mm
AC00126 31mm AC00127 32mm AC00128 33mm AC00129 34mm
AC00130 35mm AC10064 36mm AC10065 37mm AC10066 38mm
AC10067 39mm AC10068 40mm AC10069 41mm AC10070 42mm
AC10071 43mm AC10072 44mm AC10073 45mm AC10074 46mm
AC10075 47mm AC10076 48mm AC10077 49mm AC10078 50mm

Unicut TCT Cutter
(50mm Long Serie)

Model No. Dia. Model No. Dia. Model No. Dia. Model No. Dia.
AC00132 36mm AC00133 37mm AC00134 38mm AC00135 39mm

AC00136 40mm AC00137 41mm AC00138 42mm AC00139 43mm
AC00140 44mm AC00141 45mm AC00142 46mm AC00143 47mm
AC00144 48mm AC00145 49mm AC00146 50mm AC10079 16mm
AC10080 17mm AC10081 17.5mm AC10082 18mm AC10083 19mm
AC10084 20mm AC10085 21mm AC10086 22mm AC10087 23mm
AC10088 24mm AC10089 25mm AC10090 26mm AC10091 27mm
AC10092 28mm AC10093 29mm AC10094 30mm AC10095 31mm
AC10096 32mm AC10097 33mm AC10098 34mm AC10099 35mm

E100R Rigid Base
E100S Swivel Base

The powerful magnet permits optimum drill point pressure for fast, 
cost effective cutting and long tool life, while the swivel base 
provide movement through 330 degrees and 25mm lateral 
adjustment. This means the unit can operate in restricted situations 
that would defeat other machines. Electronic SUPERSAFE controls 
provide operator safety. Our preferred configuration is as shown 
but a cost saving option without the swivel base is available.
The unit is also available as a stand only.

For optimum performance from Unibor machines:-
Gives you:-
• Longer tool life • Faster feed • Lowest Cost per Cut • Energy savings 
• Best value
The proven value and sucess of broaching 
cutters is based upon the lower energy 
required to cut more accurate holes with 
longer tool life. The unique geometry of 
Unibor cutters gives fast feed, lower cutting 
resistance, greater accuracy, better finish 
and required less drill power. Unibor 
standard cutters are carefully made in M2 
high speed in our workshops on the state of 
the art CNC machines for consistent quality 
and accuracy, while the Tungsten Carbide 
range is manufactured from EN24 
hardened steel to our unique design which 
provide full tooth support to the fine grain 
carbide inserts and offers generous side 
clearance.
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Rotary Hammer GBH 5-40 D (with SDS-Max)

AC 00362

Capacity

Chisel positions: 12
Impact energy: 8.5J

1,100W
170-340rpm

Power input: 
Rate speed:

1,500-2,900bpmImpact rate:
Weight: 6.8kg

Capacity

Impact rate: 1,380 - 2,720bpm

Frequency: 50/60Hz

No-load speed: 0-305rpm
12.5JImpact energy:
1,500WPower input: 

8.2kgWeight: 

Capacity

2,850bpmImpact rate:
1,100WPower input: 

Voltage: 240V
No-load speed: 27,000rpm

7.5JImpact energy:

5.6kgWeight: 

Demolition Hammer (SDS-Max) GSH 5

AC 00364

Rotary Hammer GBH 8-45 D (with SDS-Max)

AC 00363

AC 00360

Rotary Hammer GBH 4-32 DFR

Capacity
Power input: 900W
in concrete: 32mm
in steel: up to 13mm
in wood: up to 32mm
No-load speed: 0-760rpm
Impact rate:
Weight: 4.7kg

0-3,600bpm

AC 00367

Demolition Hammer  GSH 27 VC

Straight Grinder GGS 6 S 

Capacity
Power input: 1,200W
Grinding points (diameter): Max.125m
No-load speed: 6,800rpm
Weight: 3.9kg

AC00370

Angle Grinder GWS 6-100 (also available in 110V)

Capacity
Power input: 670W
Grinding/
Cutting disc diameter: 100mm

70mmWire cup brush diameter:
No-load speed: 11,000rpm
Weight: 1.8kg

AC00371

Capacity

1,300-2,900bpmImpact rate:
1,150WPower input: 

Impact force: 2-13J
6.2kg

1,300bpm

Weight: 

Demolition Hammer GSH 5 CE

AC 00358

Demolition Hammer GSH 11 E

Capacity
Power input: 
Impact rate:
Impact force: 6-25J

1,500W
900-1,890rpm

Weight: 10.1kg
AC 00366

Demolition Hammer GSH 16-30

Capacity
Power input:
Impact rate:
Impact force: 45J
Weight: 16.5kg

1,750W
1,000bpm

Capacity
Power input:
Impact rate:
Impact force: 69J
Weight: 29.5kg

2,000W

AC 00384

Straight Grinder GGS 28C

AC00368

Capacity
Power input: 650W
Max. collet diameter: 8mm
No-load speed: 28,000rpm
Voltage: 230/240V
Frequency: 50/60Hz
Weight: 1.4kg

Capacity
Power input: 650W
Max. collet diameter: 8mm
No-load speed: 28,000rpm
Voltage: 230/240V
Frequency: 50/60Hz
Weight: 1.6kg

Straight Grinder GGS 28 LC

AC00369

Drill GBM 10RE 

AC 00341

Drill GBM 13 HRE “High Torque”

AC 00343

Capacity
Power input: 550W
in steel: 13mm
in aluminium: 20mm
in wood: 40mm
No-load speed: 0-550rpm
Torque (approx): 40Nm 

2.1kg

*Drill GBM 16-2 RE

AC 00342

Capacity
Power input: 1,050W
in steel: 16/8mm
in wood: 20/13mm
No-load speed:   Hi:

Lo: Lo:
0-1,200rpm
0-520rpm
3.7kg

Drill GBM 23-2 E

AC 00344

Capacity
Power input: 1,150W
in steel: 23/13mm
in wood: 50/35mm

Capacity
Power input: 450W
in steel: 10mm
in aluminium: 10mm

25mm
No-load speed: 0-2,600rpm
Weight:

Weight:

Weight:

No-load speed:   Hi: 0-640rpm
0-280rpm
4.6kgWeight:

1.3kg

  :doow ni

Impact Drill GSB 16 RE (Also Avialable in 110V)

AC 00346

Capacity
 :tupni rewoP 750W

in concrete: 16mm
in steel: 12mm
in wood (hard): 25mm
No-load speed: 0-3,250rpm
Impact rate: 0-48,250bpm
Weight: 1.8kg

Impact Drill GSB 10 RE (Also Avialable in 110V)

AC 00347

Capacity
Power input: 500W
in masonry: 10mm
in steel: 8mm
in wood: 20mm
No-load speed: 0-2,600rpm
Weight: 1.5kg

Impact Drill GSB 21-2 RCT

AC 00339

Capacity
 :tupni rewoP 1,300W

in concrete: 22/13mm
in steel: 16/10mm
in wood: 40/25mm
No-load speed: 0-900/3,000rpm
Max. Torque: 43-20.5Nm
Weight: 2.8kg

Impact Drill GSB 20-2 / GSB 20-2 RE

AC 00352
AC 00353

Capacity
Power input: 701W/800W

   :etercnoc ni 20/13mm/20mm
in steel: 13/8mm/13mm
in wood: 40/25mm/40mm
No-load speed: 0-1,000/3,000rpm
No-load impact rate:  0-16,000/48,000bpm
Weight: 1.7/2.6kg

AC 01093

Capacity
Power input:
In concrete:
In wood: 30mm

650W
23mm

No-load speed: 0-1000rpm
Impact rate: 0-4,400bpm
Weight: 2.3kg

Power input: 650W

Rotary Hammer GBH 2.23 RE Rotary Hammer GBH 2-26 RE (Also avail in 110V)

AC 00356

Capacity
 :tupni rewoP 800W

   etercnoc ni 4–26mm
in steel: Up to 13mm
in wood: Up to 30mm
No-load speed: 0-900rpm
Impact rate: 0-4,400bpm
Weight: 2.7kg

in steel: up to 13mm

AC 00359

Rotary Hammer GBH 2-26 DFR

Capacity
Power input: 800W
in concrete: 4-26mm
in steel: up to 13mm
in wood: up to 30mm
No-load speed: 0-900rpm
Impact rate:
Weight: 2.9kg

0-4,000bpm

Rotary Hammer GBH 3-28 DFR

AC 00354

Capacity
Power input: 800W

28mmin concrete:

in wood: up to 30mm
No-load speed: 0-900rpm
Impact rate:  0-4,000bpm
Weight: 3.6kg

36

Allinton Catalogue 2017 15.08.2017.indd   36 15/8/17   4:29 pm



ALLINTON ENGINEERING & TRADING PTE LTD
331 Jalan Besar Singapore 208983
T65 6296 0679  W allinton.com.sg  E sales@allinton.com.sg

Air ToolsPower Tools
P

o
w

er To
o

ls

Rotary Hammer GBH 5-40 D (with SDS-Max)

AC 00362

Capacity

Chisel positions: 12
Impact energy: 8.5J

1,100W
170-340rpm

Power input: 
Rate speed:

1,500-2,900bpmImpact rate:
Weight: 6.8kg

Capacity

Impact rate: 1,380 - 2,720bpm

Frequency: 50/60Hz

No-load speed: 0-305rpm
12.5JImpact energy:
1,500WPower input: 

8.2kgWeight: 

Capacity

2,850bpmImpact rate:
1,100WPower input: 

Voltage: 240V
No-load speed: 27,000rpm

7.5JImpact energy:

5.6kgWeight: 

Demolition Hammer (SDS-Max) GSH 5

AC 00364

Rotary Hammer GBH 8-45 D (with SDS-Max)

AC 00363

AC 00360

Rotary Hammer GBH 4-32 DFR

Capacity
Power input: 900W
in concrete: 32mm
in steel: up to 13mm
in wood: up to 32mm
No-load speed: 0-760rpm
Impact rate:
Weight: 4.7kg

0-3,600bpm

AC 00367

Demolition Hammer  GSH 27 VC

Straight Grinder GGS 6 S 

Capacity
Power input: 1,200W
Grinding points (diameter): Max.125m
No-load speed: 6,800rpm
Weight: 3.9kg

AC00370

Angle Grinder GWS 6-100 (also available in 110V)

Capacity
Power input: 670W
Grinding/
Cutting disc diameter: 100mm

70mmWire cup brush diameter:
No-load speed: 11,000rpm
Weight: 1.8kg

AC00371

Capacity

1,300-2,900bpmImpact rate:
1,150WPower input: 

Impact force: 2-13J
6.2kg

1,300bpm

Weight: 

Demolition Hammer GSH 5 CE

AC 00358

Demolition Hammer GSH 11 E

Capacity
Power input: 
Impact rate:
Impact force: 6-25J

1,500W
900-1,890rpm

Weight: 10.1kg
AC 00366

Demolition Hammer GSH 16-30

Capacity
Power input:
Impact rate:
Impact force: 45J
Weight: 16.5kg

1,750W
1,000bpm

Capacity
Power input:
Impact rate:
Impact force: 69J
Weight: 29.5kg

2,000W

AC 00384

Straight Grinder GGS 28C

AC00368

Capacity
Power input: 650W
Max. collet diameter: 8mm
No-load speed: 28,000rpm
Voltage: 230/240V
Frequency: 50/60Hz
Weight: 1.4kg

Capacity
Power input: 650W
Max. collet diameter: 8mm
No-load speed: 28,000rpm
Voltage: 230/240V
Frequency: 50/60Hz
Weight: 1.6kg

Straight Grinder GGS 28 LC

AC00369

Drill GBM 10RE 

AC 00341

Drill GBM 13 HRE “High Torque”

AC 00343

Capacity
Power input: 550W
in steel: 13mm
in aluminium: 20mm
in wood: 40mm
No-load speed: 0-550rpm
Torque (approx): 40Nm 

2.1kg

*Drill GBM 16-2 RE

AC 00342

Capacity
Power input: 1,050W
in steel: 16/8mm
in wood: 20/13mm
No-load speed:   Hi:

Lo: Lo:
0-1,200rpm
0-520rpm
3.7kg

Drill GBM 23-2 E

AC 00344

Capacity
Power input: 1,150W
in steel: 23/13mm
in wood: 50/35mm

Capacity
Power input: 450W
in steel: 10mm
in aluminium: 10mm

25mm
No-load speed: 0-2,600rpm
Weight:

Weight:

Weight:

No-load speed:   Hi: 0-640rpm
0-280rpm
4.6kgWeight:

1.3kg

  :doow ni

Impact Drill GSB 16 RE (Also Avialable in 110V)

AC 00346

Capacity
 :tupni rewoP 750W

in concrete: 16mm
in steel: 12mm
in wood (hard): 25mm
No-load speed: 0-3,250rpm
Impact rate: 0-48,250bpm
Weight: 1.8kg

Impact Drill GSB 10 RE (Also Avialable in 110V)

AC 00347

Capacity
Power input: 500W
in masonry: 10mm
in steel: 8mm
in wood: 20mm
No-load speed: 0-2,600rpm
Weight: 1.5kg

Impact Drill GSB 21-2 RCT

AC 00339

Capacity
 :tupni rewoP 1,300W

in concrete: 22/13mm
in steel: 16/10mm
in wood: 40/25mm
No-load speed: 0-900/3,000rpm
Max. Torque: 43-20.5Nm
Weight: 2.8kg

Impact Drill GSB 20-2 / GSB 20-2 RE

AC 00352
AC 00353

Capacity
Power input: 701W/800W

   :etercnoc ni 20/13mm/20mm
in steel: 13/8mm/13mm
in wood: 40/25mm/40mm
No-load speed: 0-1,000/3,000rpm
No-load impact rate:  0-16,000/48,000bpm
Weight: 1.7/2.6kg

AC 01093

Capacity
Power input:
In concrete:
In wood: 30mm

650W
23mm

No-load speed: 0-1000rpm
Impact rate: 0-4,400bpm
Weight: 2.3kg

Power input: 650W

Rotary Hammer GBH 2.23 RE Rotary Hammer GBH 2-26 RE (Also avail in 110V)

AC 00356

Capacity
 :tupni rewoP 800W

   etercnoc ni 4–26mm
in steel: Up to 13mm
in wood: Up to 30mm
No-load speed: 0-900rpm
Impact rate: 0-4,400bpm
Weight: 2.7kg

in steel: up to 13mm

AC 00359

Rotary Hammer GBH 2-26 DFR

Capacity
Power input: 800W
in concrete: 4-26mm
in steel: up to 13mm
in wood: up to 30mm
No-load speed: 0-900rpm
Impact rate:
Weight: 2.9kg

0-4,000bpm

Rotary Hammer GBH 3-28 DFR

AC 00354

Capacity
Power input: 800W

28mmin concrete:

in wood: up to 30mm
No-load speed: 0-900rpm
Impact rate:  0-4,000bpm
Weight: 3.6kg
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AC 00428

Cordless Impact Driver GDS 18 V-EC (18 V Li-Ion)

Capacity
Torque max.: 185Nm
No-load speed: 0-2,800rpm

1/2” External square

Impact rate: 0-3,200bpm
Screw diameter: M6-M16
Toolholder:
Battery voltage: 18V/4.0Ah
Weight: 1.6kg

Cordless Rotary Hammer GBH 36 V-EC Compact

AC01118

Capacity
in Concrete: 4-18mm
in steel: 13mm
in wood: 30mm
Rated speed:          0-1,500rpm
Impact Rate:           0-4,850bpm
Battery Voltage:     36V/2.0Ah
Weight: 2.9kg

Cordless Angle Grinder GWS 18 V-Li

AC00420

Capacity
No-load speed: 10,000rpm
Roughing /cutting disc, 
diameter.: 100mm

18V/3.0AhBattery voltage:
Weight: 2.3kg

Battery voltage: 18V/3.0Ah
Weight: 4.1kg

AC00388

Cordless Circular Saw GKS 18V-Li (Bare Unit Only)

Capacity
Blade diameter: 165mm
Max. cutting capcities

51mm
40mm
20mm

at 90º
at 45º

Saw blade bore dia.
No-load speed: 3,900rpm

Jigsaw GST 65 / GST 65 E

AC00391
AC00392

Capacity
Power input: 400W
in wood 65mm
in steel: 3mm

3,100spm (GST 65)
500-3,100spm (GST 65 E)

No-load stroke rate:
Weight: 
Weight: 1.7kg

Jigsaw GST 80 PBE

Capacity
Power input: 580W
in wood: 85mm
in steel: 10mm

550–3,100spmNo-load stroke rate:
Weight: 2.4kg

AC00394

AC00389

Circular Saw GKS 190

Capacity
Power input: 1,400W
Blade diameter: 

No-load speed: 5,500rpm
Weight: 4.1kg

184mm

68mm
48mm

Max cutting capacities: 
at 90˚:
at 45˚:

Cut Off Machine GCO 2000  (Also avail in 110V)

AC01067

Capacity
Power input: 2,000W
Blade diameter: 355mm
Max. cutting capacities at 90˚: 120mm
No-load speed: 3,500rpm
Weight: 15.8kg

Chainsaw AKE 40-19 S

AC00400

Capacity
Power input: 1,900W
Blade length: 400mm
Idling cutting speed: 12m/sec
Weight: 4.5kg

Nibbler GNA 2.0

AC00410

Capacity
Power input: 500W

2.0mmMild steel:
Stainless steel: 1.0mm
No-load speed: 2,400 stroke/min
Weight: 2.0kg

Capacity
Power input: 1,700W

255mmBlade size:
Arbour size: 25.4mm
No-load speed: 4,800rpm
Max mitre: 45˚L/52˚R
Max. cutting capacity: 89x89mm
Weight: 13.5kg

AC00416

Foam Cutter GSG 300

Capacity
Power input: 
Cutting capacity: 300mm

3,200spmNo-load stroke rate:
Weight: 1.6kg

350W

AC00383

Mitre Saw GCM 10MX

Angle Grinder GWS 8-100 C / GWS 8-100 CE

Capacity
Power input: 850W
Grinding/
Cutting disc diameter: 100mm
Wire cup brush dia.: 70mm
No-load speed: 11,000rpm (GWS 8-100C) ; 

2,800-11,000rpm (GWS 8-100CE)
Weight: 1.8kg

AC00379
AC00372

Angle Grinder GWS 7-100

Capacity
Power input: 720W

100mm
Grinding/
Cutting disc diameter:
Wire cup brush diameter: 70mm
No-load speed: 11,000rpm
Weight: 1.5kg

AC00348

Angle Grinder GWS 12-125 CI 

AC00373

Capacity
Power input: 1,200W
No-load speed: 11,500rpm
Grinding Spindle Thread: M14
Disc diameter:
Wire cup brush diameter: 75mm
Weight: 2.3kg

125mm

Angle Grinder GWS 15-150 CI 

Capacity
Power input: 1,500W
No-load speed:
Grinding Spindle Thread: M14
Disc diameter:
Wire cup brush diameter: 75mm

150mm

Weight: 2.4kg

9,300rpm

AC00340

Angle Grinder GWS 20-180 (Also avail in 110V)

Capacity
Power input: 
Grinding/
Cutting disc diameter: 180mm

100mmWire cup brush diameter:
No-load speed: 8,500rpm

2,000W

Weight: 4.2kg

AC00374

Angle Grinder GWS 20-230

Capacity
Power input: 
Grinding/
Cutting disc diameter: 230mm

100mmWire cup brush diameter:

Weight: 4.2kg

2,000W

No-load speed: 6,500rpm

AC00375

Capacity
Max. screw dia.: 5mm 
Max Torque

 :)tnioj tfos / draH( 4/3Nm
No-load speed: 0-180rpm
Battery voltage: 3.6V/1.3Ah 
Weight: 0.3kg

Cordless Screwdriver IXO 3 (3.6 V Li-LON)

AC01116

Cordless Drill / Screwdriver GSR 1080-2-LI 

AC00436

Capacity
Drilling dia.: in steel: 6mm

in wood: 19mm
Max. Torque hard joint: 28Nm

soft joint: 11Nm
Max screw dia.: 7mm
No-load speed: 0-430/0-1,600rpm
Battery voltage: 10.8V/1.5Ah
Weight: 1.0kg

CapacityCapacity
Drilling dia.: in steel: 10mm

in wood: 25mm
Max. Torque
(hard / soft joint): 38/16Nm
No-load speed: 0-400/0-1,250rpm
Battery voltage: 14.4V/2.0Ah
Weight: 1.3kg

Cordless Drill / Screwdriver GSR 1440 LI 

AC00437

Cordless Drill /Drill GSR 14.4-2-LI (18V Li-lon)

AC01117

Drilling dia.: in steel: 10mm
in wood: 25mm

30/15Nm
7mm

Max torque hard / soft joint:
Max. screw dia.:
No-load speed: 0-420/1,400rpm
Battery voltage: 14.4V/1.5Ah
Weight: 1.3kg

Capacity
Tool holder system: 1/4” Hex (6.35mm)
No-load speed: 0-2,600rpm
Impact rate: 0-3,100bpm

105NmMax. torque:
Battery voltage: 10.8V/2.0Ah
Weight: 0.96kg

AC 00434

Cordless Impact Driver GDR 10.8-Li (10.8 V Li-lon)

AC 00435

Cordless Impact Driver GDR 1440-LI

Capacity
Tool holder system: 1/4” Hex (6.35mm)
No-load speed: 0-2,900rpm
Impact rate: 0-3,200bpm

130NmMax. torque:
Battery voltage: 14.4V/1.5Ah
Weight: 1.2kg
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AC 00428

Cordless Impact Driver GDS 18 V-EC (18 V Li-Ion)

Capacity
Torque max.: 185Nm
No-load speed: 0-2,800rpm

1/2” External square

Impact rate: 0-3,200bpm
Screw diameter: M6-M16
Toolholder:
Battery voltage: 18V/4.0Ah
Weight: 1.6kg

Cordless Rotary Hammer GBH 36 V-EC Compact

AC01118

Capacity
in Concrete: 4-18mm
in steel: 13mm
in wood: 30mm
Rated speed:          0-1,500rpm
Impact Rate:           0-4,850bpm
Battery Voltage:     36V/2.0Ah
Weight: 2.9kg

Cordless Angle Grinder GWS 18 V-Li

AC00420

Capacity
No-load speed: 10,000rpm
Roughing /cutting disc, 
diameter.: 100mm

18V/3.0AhBattery voltage:
Weight: 2.3kg

Battery voltage: 18V/3.0Ah
Weight: 4.1kg

AC00388

Cordless Circular Saw GKS 18V-Li (Bare Unit Only)

Capacity
Blade diameter: 165mm
Max. cutting capcities

51mm
40mm
20mm

at 90º
at 45º

Saw blade bore dia.
No-load speed: 3,900rpm

Jigsaw GST 65 / GST 65 E

AC00391
AC00392

Capacity
Power input: 400W
in wood 65mm
in steel: 3mm

3,100spm (GST 65)
500-3,100spm (GST 65 E)

No-load stroke rate:
Weight: 
Weight: 1.7kg

Jigsaw GST 80 PBE

Capacity
Power input: 580W
in wood: 85mm
in steel: 10mm

550–3,100spmNo-load stroke rate:
Weight: 2.4kg

AC00394

AC00389

Circular Saw GKS 190

Capacity
Power input: 1,400W
Blade diameter: 

No-load speed: 5,500rpm
Weight: 4.1kg

184mm

68mm
48mm

Max cutting capacities: 
at 90˚:
at 45˚:

Cut Off Machine GCO 2000  (Also avail in 110V)

AC01067

Capacity
Power input: 2,000W
Blade diameter: 355mm
Max. cutting capacities at 90˚: 120mm
No-load speed: 3,500rpm
Weight: 15.8kg

Chainsaw AKE 40-19 S

AC00400

Capacity
Power input: 1,900W
Blade length: 400mm
Idling cutting speed: 12m/sec
Weight: 4.5kg

Nibbler GNA 2.0

AC00410

Capacity
Power input: 500W

2.0mmMild steel:
Stainless steel: 1.0mm
No-load speed: 2,400 stroke/min
Weight: 2.0kg

Capacity
Power input: 1,700W

255mmBlade size:
Arbour size: 25.4mm
No-load speed: 4,800rpm
Max mitre: 45˚L/52˚R
Max. cutting capacity: 89x89mm
Weight: 13.5kg

AC00416

Foam Cutter GSG 300

Capacity
Power input: 
Cutting capacity: 300mm

3,200spmNo-load stroke rate:
Weight: 1.6kg

350W

AC00383

Mitre Saw GCM 10MX

Angle Grinder GWS 8-100 C / GWS 8-100 CE

Capacity
Power input: 850W
Grinding/
Cutting disc diameter: 100mm
Wire cup brush dia.: 70mm
No-load speed: 11,000rpm (GWS 8-100C) ; 

2,800-11,000rpm (GWS 8-100CE)
Weight: 1.8kg

AC00379
AC00372

Angle Grinder GWS 7-100

Capacity
Power input: 720W

100mm
Grinding/
Cutting disc diameter:
Wire cup brush diameter: 70mm
No-load speed: 11,000rpm
Weight: 1.5kg

AC00348

Angle Grinder GWS 12-125 CI 

AC00373

Capacity
Power input: 1,200W
No-load speed: 11,500rpm
Grinding Spindle Thread: M14
Disc diameter:
Wire cup brush diameter: 75mm
Weight: 2.3kg

125mm

Angle Grinder GWS 15-150 CI 

Capacity
Power input: 1,500W
No-load speed:
Grinding Spindle Thread: M14
Disc diameter:
Wire cup brush diameter: 75mm

150mm

Weight: 2.4kg

9,300rpm

AC00340

Angle Grinder GWS 20-180 (Also avail in 110V)

Capacity
Power input: 
Grinding/
Cutting disc diameter: 180mm

100mmWire cup brush diameter:
No-load speed: 8,500rpm

2,000W

Weight: 4.2kg

AC00374

Angle Grinder GWS 20-230

Capacity
Power input: 
Grinding/
Cutting disc diameter: 230mm

100mmWire cup brush diameter:

Weight: 4.2kg

2,000W

No-load speed: 6,500rpm

AC00375

Capacity
Max. screw dia.: 5mm 
Max Torque

 :)tnioj tfos / draH( 4/3Nm
No-load speed: 0-180rpm
Battery voltage: 3.6V/1.3Ah 
Weight: 0.3kg

Cordless Screwdriver IXO 3 (3.6 V Li-LON)

AC01116

Cordless Drill / Screwdriver GSR 1080-2-LI 

AC00436

Capacity
Drilling dia.: in steel: 6mm

in wood: 19mm
Max. Torque hard joint: 28Nm

soft joint: 11Nm
Max screw dia.: 7mm
No-load speed: 0-430/0-1,600rpm
Battery voltage: 10.8V/1.5Ah
Weight: 1.0kg

CapacityCapacity
Drilling dia.: in steel: 10mm

in wood: 25mm
Max. Torque
(hard / soft joint): 38/16Nm
No-load speed: 0-400/0-1,250rpm
Battery voltage: 14.4V/2.0Ah
Weight: 1.3kg

Cordless Drill / Screwdriver GSR 1440 LI 

AC00437

Cordless Drill /Drill GSR 14.4-2-LI (18V Li-lon)

AC01117

Drilling dia.: in steel: 10mm
in wood: 25mm

30/15Nm
7mm

Max torque hard / soft joint:
Max. screw dia.:
No-load speed: 0-420/1,400rpm
Battery voltage: 14.4V/1.5Ah
Weight: 1.3kg

Capacity
Tool holder system: 1/4” Hex (6.35mm)
No-load speed: 0-2,600rpm
Impact rate: 0-3,100bpm

105NmMax. torque:
Battery voltage: 10.8V/2.0Ah
Weight: 0.96kg

AC 00434

Cordless Impact Driver GDR 10.8-Li (10.8 V Li-lon)

AC 00435

Cordless Impact Driver GDR 1440-LI

Capacity
Tool holder system: 1/4” Hex (6.35mm)
No-load speed: 0-2,900rpm
Impact rate: 0-3,200bpm

130NmMax. torque:
Battery voltage: 14.4V/1.5Ah
Weight: 1.2kg
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Belt Sander  GBS 75A

Capacity
Rated input: 710W
No-load belt speed: 300m/min
Sanding surface: 75 x 130mm
Belt size 75 x 533mm
Weight: 3.2kg AC00381

Mini Router/Trimmer GMR-1

Capacity
Power input: 550W
Collet: 6mm or 1/4”
No-load speed: 33,000rpm
Weight: 1.5kg

AC00419

Capacity
Power input: 1,100W 

230mmCutting depth in wood:
in Metal: 20mm

No-load stroke rate: 0-2,700spm
Weight: 3.6kg

Sabre Saw GSA 1300 PCE

AC00398

Capacity
Power input: 1,100W 
Cutting depth in wood: 230mm

in Metal: 20mm
No-load stroke rate: 0-2,900spm
Weight: 4.1kg

Sabre Saw GSA 1100E (Also avail in 110V)

AC01091

Diamond Wheel Concrete Cutter GDM 13-34

Capacity
Power input: 1,300W
Blade diameter: 
Max cutting depth: 34mm
Base plate: 100 x 190mm
No-load speed: 12,000rpm
Weight: 2.8kg

110mm

AC00386

AC00376

Bench Grinder GBG 8

Capacity
Power input: 
No-load speed (50Hz): 2,900rpm

3,500rpm

600W

(60Hz):
Arbour: 32.0mm
Weight: 16.5kg

Impact Wrench GDS 18 E

Capacity
Power input: 500W
Bolts KW: M6-M18
Torque: 70-250Nm
No-load speed: 500-1,300rpm
Weight: 3.3kg

AC00429

Stirrer / Mixer Drill GRW 12 

Capacity
Power input: 1,200W
Rated torque:
Connector type: M14 inside thread

140mm

12,0Nm

Max. paddle ø:
Incl. paddle ø: 140mm

Weight: 5.3kg
No-load speed: 0-1,000rpm

AC00408

Planer GHO 10-82

AC01066

Capacity
Power input: 710W
Planing width: 82mm
Planing depth: 0-3.0mm
No-load speed: 16,500rpm
Weight: 2.5kg

Orbital Sander GSS 230

Capacity
Power input: 190W
Orbit rate: 24,000opm
Sanding plate: 92 x 182mm
Weight: 1.4kg AC00378

Orbital Sander GSS 280A

Capacity
Power input: 330W
Oscillating circuit diameter:

Sanding plate: 114mm
No-load speed: 5,500-11,0000rpm

2.4mm
11,000-22,000opm

Weight: 2.6kg

Orbit rate:

AC00380
AC00385

Belt Sander GEX 125-1 AE

Capacity
Power input: 250W
Oscillating Circuit Diameter:  2.5mm
Orbit Rate: 
Sanding plate: 125mm
No-load speed: 7,500-12,000rpm
Weight: 1.3kg

15,000-24,000opm
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AC00401

Blower GBL 800 E

Capacity
Power input: 800W
No-load speed: 16,000rpm
Air volume: 4.5m³/min
Weight: 1.8kg

AC00403

Hot Air Gun GHG 600-3

Capacity
Power input: 1,800W
Temperature: 50/400/600˚C
Air flow: 250/350/500 litre/min
Weight: 0.8kg

AC00422

Glue Gun PKP 18 E

Capacity
Glueing capacity: 20g/min
Voltage: 100-240V
Weight: 0.35kg

Hot Air Gun GHG 630 DCE (Also avail in 110V)

AC00404

Capacity
Power input: 2,000W
Temperature: 50–630˚C
Air flow: 150/300/500 litre/min
Weight: 0.9kg

Cordless Grass Shear ISIO III

Capacity
Battery voltage: 3.6V
Blade length: 80/120mm
Weight: 0.3kg

AC00425

Spray Gun PFS 55

Capacity
Power input:
Delivery capacity:

Container capacity:
Weight:

Atomisation capacity:

280W
0 - 110g/min
55W
600ml
1.3kg

Digital Inclinometer GIM 60 L

Capacity
Measuring range: 0º-360º
Electronics measurement
accuracy 0º/90º: ±0.05º
Electronics measurement
accuracy at 1º/89º: ±0.2º
Laser working range: 30m
Laser accuracy: ±0.5mm/m
Batteries: 1x9V(laser) 2x1.5v(AAA)
Voltage: 9VDC
Weight: 0.9kg

Digital Inclinometer DNM 60 L

Capacity
Measuring range: 0º-360º
Electronics measurement
accuracy 0º/90º: ±0.05º
Electronics measurement
accuracy at 1º/89º: ±0.2º
Electronics measurement
accuracy, vials: ±0.057º = ±1mm/m
Power supply: 1x9V 6LR61
Voltage: 9VDC
Weight: 0.7kg

A

AC00427

Digital Inclinometer DNM 120L

Capacity
Measuring range: 0º-360º (4X90º)
Electronics measurement
accuracy 0º/90º: ±0.05º
Electronics measurement
accuracy at 1º/89º: ±0.2º
Electronics measurement
accuracy, vials: ±0.057º=±1mm/m
Power supply: 1x9V 6LR61
Voltage: 9VDC
Weight: 1.3kg

Cordless Optical Scope GIC 120

Capacity
Battery voltage:
Display size:

Dia. of camera head:
Length of camera cable:

Display resolution:

6.0V
2.7”
320x240px
8.5mm
120cm

Weight: 0.5kg

AC00430

Laser Rangefinder GLM 40

Capacity
Working range:
Laser class:

Batteries:
Weight:

Measurement accuracy:

0.15-40m
2
±2mm
2x1.5V LR03(AAA)
0.09kg

Laser Rangefinder GLM 50

Capacity
Laser diode:
Measuring range:

Measuring units:
Batteries:

Measuring accuracy:

635nm, <1mW
0.05-50m
±1.5mm
m/cm, ft/inches
2x1.5V LR03(AAA)

Voltage:
Weight:

6VDC
0.14kg
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Belt Sander  GBS 75A

Capacity
Rated input: 710W
No-load belt speed: 300m/min
Sanding surface: 75 x 130mm
Belt size 75 x 533mm
Weight: 3.2kg AC00381

Mini Router/Trimmer GMR-1

Capacity
Power input: 550W
Collet: 6mm or 1/4”
No-load speed: 33,000rpm
Weight: 1.5kg

AC00419

Capacity
Power input: 1,100W 

230mmCutting depth in wood:
in Metal: 20mm

No-load stroke rate: 0-2,700spm
Weight: 3.6kg

Sabre Saw GSA 1300 PCE

AC00398

Capacity
Power input: 1,100W 
Cutting depth in wood: 230mm

in Metal: 20mm
No-load stroke rate: 0-2,900spm
Weight: 4.1kg

Sabre Saw GSA 1100E (Also avail in 110V)

AC01091

Diamond Wheel Concrete Cutter GDM 13-34

Capacity
Power input: 1,300W
Blade diameter: 
Max cutting depth: 34mm
Base plate: 100 x 190mm
No-load speed: 12,000rpm
Weight: 2.8kg

110mm

AC00386

AC00376

Bench Grinder GBG 8

Capacity
Power input: 
No-load speed (50Hz): 2,900rpm

3,500rpm

600W

(60Hz):
Arbour: 32.0mm
Weight: 16.5kg

Impact Wrench GDS 18 E

Capacity
Power input: 500W
Bolts KW: M6-M18
Torque: 70-250Nm
No-load speed: 500-1,300rpm
Weight: 3.3kg

AC00429

Stirrer / Mixer Drill GRW 12 

Capacity
Power input: 1,200W
Rated torque:
Connector type: M14 inside thread

140mm

12,0Nm

Max. paddle ø:
Incl. paddle ø: 140mm

Weight: 5.3kg
No-load speed: 0-1,000rpm

AC00408

Planer GHO 10-82

AC01066

Capacity
Power input: 710W
Planing width: 82mm
Planing depth: 0-3.0mm
No-load speed: 16,500rpm
Weight: 2.5kg

Orbital Sander GSS 230

Capacity
Power input: 190W
Orbit rate: 24,000opm
Sanding plate: 92 x 182mm
Weight: 1.4kg AC00378

Orbital Sander GSS 280A

Capacity
Power input: 330W
Oscillating circuit diameter:

Sanding plate: 114mm
No-load speed: 5,500-11,0000rpm

2.4mm
11,000-22,000opm

Weight: 2.6kg

Orbit rate:

AC00380
AC00385

Belt Sander GEX 125-1 AE

Capacity
Power input: 250W
Oscillating Circuit Diameter:  2.5mm
Orbit Rate: 
Sanding plate: 125mm
No-load speed: 7,500-12,000rpm
Weight: 1.3kg

15,000-24,000opm
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DW293
HEAVY-DUTY 1/2” IMPACT WRENCH 
WITH HOG RING RETAINER

Delivers full power; 325ft. lbs. of torque in forward and reverse• 
Hog ring anvil for secure socket retention• 
AC/DC forward/reverse rocker switch• 
Soft grip handle for superior ergonomics• 
Ball-bearing construction for increased durability• 

AC00776

D25113K
26mm HEAVY DUTY SDS-PLUS® COMBINATION HAMMER

Ideal for drilling anchor and fixing holes into concrete and masonry from 6 to • 
26mm in diameter
Impact-stop for drilling in wood, steel, ceramic and screw-driving applications• 
Rotation-stop for light chiseling applications• 
Multilock-chisel positioning with 51 settings, for precise bit placement• 
Electronic variable speed for total control in any application• 

AC00779

D25033
22mm HEAVY DUTY SDS-PLUS® ROTARY HAMMER

Ideal for drilling anchor and fixing holes into concrete and masonry from 6 • 
to 26mm in diameter
Impact-stop for drilling in wood, steel, ceramic and screw-driving applications• 
Improved sealing provides ultimate protection from any type of dust intrusion • 
and longer tool life
Safety clutch eliminated sudden high-torque reaction should bit jam• 
Ergonomic rubber coated pistol grip handle design for improved • 
comfort in use

AC00777

D25323K
L-SHAPE SDS-PLUS COMBINATION HAMMER

The ultimate lightweight compact drilling system, designed specifically for • 
extended overhead and horizontal drilling applications
Ideal for drilling anchor and fi xing holes in concrete and mansonry from 4 to • 
26mm in diameter. Core drilling up to 65mm
Ergonomic perfection for the professional hammer user• 
Patented dust protection system delivers unparalleled durability• 
Rotation-stop for light chiseling applications in brick, soft masonry & oc-• 
casionally concrete
Impact-stop for drilling in wood, steel, ceramic, and screwdriving applications• 
Safety clutch eliminates sudden high-torque reaction should the bit jam• 

AC01087

DWD024
600 WATTS PERCUSSION DRILL

Variable speed control and forward and reverse mode to suit different materials• 
Dust sealed switch for added durability• 
High quality 13mm keyed chuck for accuracy and durability • 
Jam pot construction design for added durability and ease of service• 

AC00772

DWD014
10mm VARIABLE SPEED REVERSING DRILL

All new powerful motor designed for professional use• 
All ball-bearing construction for greater durability and long tool life• 
New ergonomic design perfectly balanced for the professional user• 
Belt clip for maximum flexibility and easy handling in multi operation applications• 
Variable speed switch with forward and reverse for professional flexibility• 

• 

AC00769

550W/2800rpm

• 2100rpm

• 650W/2800rpm

• 800W/1150rpm
• 4300bpm/3.4J

• 800W/1150rpm
• 4300bpm/3.4J

• 650W/1100rpm

Includes: hog ring retainer

Includes: multi-position side handle, depth stop and heavy duty carrying case

Includes: multi-position side handle, depth stop and heavy duty carrying case

Includes: multi-position side handle, quick adjustment depth stop and heavy duty 
carrying case 

Includes: keyed chuck, chuck key, multi-position side handle and depth stopIncludes: chuck key
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Capacity
Laser diode: 640nm, <1mW

20mWorking range:
Working range with receiver: 80m
Leveling accuracy: ±0.2
Plane:

mm /m

Plane:

3
Batteries: 4x1.5V LR6(AA)
Voltage: 6 VDC
Weight: 0.76kg

AC00402

Line Laser GLL 3-80P

Capacity
Laser diode: 635nm, 1mW

up to 16 ftWorking range:
Leveling accuracy: ±3/64 in @3.3 ft
Batteries: 2 x 1.5V (AAA)

Plane:

1/4 - 20Mount Threading:
Weight: 0.25kg

AC00922

Line Laser GLL 1P

Capacity
Laser diode: 635nm, <1mW

20mWorking range:
Working range with receiver: 50m
Leveling accuracy: ±0.3mm /m

Plane:

Batteries: 3 x 1.5 V LR6(AA)
Voltage: 4.5 VDC 
Weight: 0.45kg AC00518

Line Laser GLL 2-50

Capacity
Levelling mode: Self levelling

Crossbeam 
+ one vertical line laser 90˚

Laser functions:

Plane:

15 mWorking range:
Self-leveling range: ±4˚

±0.5mm/m (0˚)Leveling accuracy:
Batteries: 4 x 1.5V (AA)

1/4”Tripod Mount:
Weight: 0.5kg

AC00399

Line Laser GLL 3 X

Laser Rangefinder GLM 80

Capacity
Laser diode:
Measuring range:

Measuring units:
Batteries:

Measuring accuracy:

635nm, <1mW
0.05-80m
±1.5mm
m/cm, ft/inches
Lithium-Ion

Voltage:
Weight:

5VDC
0.14kg

Laser Rangefinder GLM 100 C

Capacity
Laser diode:
Measuring range:

Measuring units:
Batteries:

Measuring accuracy:

635nm, <1mW
0.05-100m
±1.5mm
m/cm/mm
Lithium-Ion

Memory capacity (values):
Weight:

50+1
0.14kg

AC00421

AC00345

Capacity
Laser diode:
Working range with receiver:

Batteries:
Voltage:

Leveling accuracy:

352nm, <5mW
150m (radius)
±0.1mm/m
2x1.5V LR20(D)
3VDC

Weight: 1.8kg

Detector D-tect 120

Capacity
Detection mode:
Detection Object:

Universal, concrete, drywall
Ferrous metals, non-ferrous metals, 
live cables, wooden objects 
and *water-filled plastic pipes

Max. detection depth:
Accuracy:

120mm
±10mm

Power supply:
Weight, approx:

4x1.5V LR6(AA)
0.5kg

Detector GMS 100 M

Capacity
Max. measuring depth 
ferrous metals: 100mm
Non-ferrous metals:
Accuracy:

80mm
±5mm

Copper conductors:
Voltage:

50mm
9VDC

Weight: 0.26kg

Detector GMS 120

Capacity
Max. measuring depth: 120mm
Lives cables:
Wooden beams:

50mm
38mm

Metal (magnetic):
Metal (non-magnetic):

120mm
80mm

Batteries: 1x9V 6LR61
Weight: 0.27kg

Rotation Laser Level GRL 300 HVG
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DW293
HEAVY-DUTY 1/2” IMPACT WRENCH 
WITH HOG RING RETAINER

Delivers full power; 325ft. lbs. of torque in forward and reverse• 
Hog ring anvil for secure socket retention• 
AC/DC forward/reverse rocker switch• 
Soft grip handle for superior ergonomics• 
Ball-bearing construction for increased durability• 

AC00776

D25113K
26mm HEAVY DUTY SDS-PLUS® COMBINATION HAMMER

Ideal for drilling anchor and fixing holes into concrete and masonry from 6 to • 
26mm in diameter
Impact-stop for drilling in wood, steel, ceramic and screw-driving applications• 
Rotation-stop for light chiseling applications• 
Multilock-chisel positioning with 51 settings, for precise bit placement• 
Electronic variable speed for total control in any application• 

AC00779

D25033
22mm HEAVY DUTY SDS-PLUS® ROTARY HAMMER

Ideal for drilling anchor and fixing holes into concrete and masonry from 6 • 
to 26mm in diameter
Impact-stop for drilling in wood, steel, ceramic and screw-driving applications• 
Improved sealing provides ultimate protection from any type of dust intrusion • 
and longer tool life
Safety clutch eliminated sudden high-torque reaction should bit jam• 
Ergonomic rubber coated pistol grip handle design for improved • 
comfort in use

AC00777

D25323K
L-SHAPE SDS-PLUS COMBINATION HAMMER

The ultimate lightweight compact drilling system, designed specifically for • 
extended overhead and horizontal drilling applications
Ideal for drilling anchor and fi xing holes in concrete and mansonry from 4 to • 
26mm in diameter. Core drilling up to 65mm
Ergonomic perfection for the professional hammer user• 
Patented dust protection system delivers unparalleled durability• 
Rotation-stop for light chiseling applications in brick, soft masonry & oc-• 
casionally concrete
Impact-stop for drilling in wood, steel, ceramic, and screwdriving applications• 
Safety clutch eliminates sudden high-torque reaction should the bit jam• 

AC01087

DWD024
600 WATTS PERCUSSION DRILL

Variable speed control and forward and reverse mode to suit different materials• 
Dust sealed switch for added durability• 
High quality 13mm keyed chuck for accuracy and durability • 
Jam pot construction design for added durability and ease of service• 

AC00772

DWD014
10mm VARIABLE SPEED REVERSING DRILL

All new powerful motor designed for professional use• 
All ball-bearing construction for greater durability and long tool life• 
New ergonomic design perfectly balanced for the professional user• 
Belt clip for maximum flexibility and easy handling in multi operation applications• 
Variable speed switch with forward and reverse for professional flexibility• 

• 

AC00769

550W/2800rpm

• 2100rpm

• 650W/2800rpm

• 800W/1150rpm
• 4300bpm/3.4J

• 800W/1150rpm
• 4300bpm/3.4J

• 650W/1100rpm

Includes: hog ring retainer

Includes: multi-position side handle, depth stop and heavy duty carrying case

Includes: multi-position side handle, depth stop and heavy duty carrying case

Includes: multi-position side handle, quick adjustment depth stop and heavy duty 
carrying case 

Includes: keyed chuck, chuck key, multi-position side handle and depth stopIncludes: chuck key
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Capacity
Laser diode: 640nm, <1mW

20mWorking range:
Working range with receiver: 80m
Leveling accuracy: ±0.2
Plane:

mm /m

Plane:

3
Batteries: 4x1.5V LR6(AA)
Voltage: 6 VDC
Weight: 0.76kg

AC00402

Line Laser GLL 3-80P

Capacity
Laser diode: 635nm, 1mW

up to 16 ftWorking range:
Leveling accuracy: ±3/64 in @3.3 ft
Batteries: 2 x 1.5V (AAA)

Plane:

1/4 - 20Mount Threading:
Weight: 0.25kg

AC00922

Line Laser GLL 1P

Capacity
Laser diode: 635nm, <1mW

20mWorking range:
Working range with receiver: 50m
Leveling accuracy: ±0.3mm /m

Plane:

Batteries: 3 x 1.5 V LR6(AA)
Voltage: 4.5 VDC 
Weight: 0.45kg AC00518

Line Laser GLL 2-50

Capacity
Levelling mode: Self levelling

Crossbeam 
+ one vertical line laser 90˚

Laser functions:

Plane:

15 mWorking range:
Self-leveling range: ±4˚

±0.5mm/m (0˚)Leveling accuracy:
Batteries: 4 x 1.5V (AA)

1/4”Tripod Mount:
Weight: 0.5kg

AC00399

Line Laser GLL 3 X

Laser Rangefinder GLM 80

Capacity
Laser diode:
Measuring range:

Measuring units:
Batteries:

Measuring accuracy:

635nm, <1mW
0.05-80m
±1.5mm
m/cm, ft/inches
Lithium-Ion

Voltage:
Weight:

5VDC
0.14kg

Laser Rangefinder GLM 100 C

Capacity
Laser diode:
Measuring range:

Measuring units:
Batteries:

Measuring accuracy:

635nm, <1mW
0.05-100m
±1.5mm
m/cm/mm
Lithium-Ion

Memory capacity (values):
Weight:

50+1
0.14kg

AC00421

AC00345

Capacity
Laser diode:
Working range with receiver:

Batteries:
Voltage:

Leveling accuracy:

352nm, <5mW
150m (radius)
±0.1mm/m
2x1.5V LR20(D)
3VDC

Weight: 1.8kg

Detector D-tect 120

Capacity
Detection mode:
Detection Object:

Universal, concrete, drywall
Ferrous metals, non-ferrous metals, 
live cables, wooden objects 
and *water-filled plastic pipes

Max. detection depth:
Accuracy:

120mm
±10mm

Power supply:
Weight, approx:

4x1.5V LR6(AA)
0.5kg

Detector GMS 100 M

Capacity
Max. measuring depth 
ferrous metals: 100mm
Non-ferrous metals:
Accuracy:

80mm
±5mm

Copper conductors:
Voltage:

50mm
9VDC

Weight: 0.26kg

Detector GMS 120

Capacity
Max. measuring depth: 120mm
Lives cables:
Wooden beams:

50mm
38mm

Metal (magnetic):
Metal (non-magnetic):

120mm
80mm

Batteries: 1x9V 6LR61
Weight: 0.27kg

Rotation Laser Level GRL 300 HVG
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DWE8200P

DWE8200P 850 12,000 100 M10 PADDLE 1.75kg

100mm SMALL ANGLE GRINDER

Includes: guard, flanges, spanner, grinding wheel, side handle

Model
No.

Input
Power
(Watts)

No Load
Speed
(rpm)

Max. Disk
Dia

(mm)

Spindle Switch Tool
Weight

(kg)

AC00786

• 850W, 12,000 rpm power and speed for100mm grinding applications
• Advanced fan system provides maximum airflow prolonging motor life
• Accessible brushes for easy brush replacement and less downtime
• Spindle lock for quick and easy disc changes
• Compact gear case allows use in tight and confined areas

DW25404K
30mm HEAVY DUTY SDS-PLUS COMBINATION HAMMER

Ideal for drilling large anchor, fixing and through• 
holes in concrete and masonry from 6 to 32mm
in diameter

• Rotation-stop for light chiselling applications, render
and tile removal

Impact-stop for drilling in wood, ceramic, steel and screwdriving applications• 
Large hammer mechanism construction guarantees longer tool life and• 
superior performance
Outstanding ergonomic D-Handle design with rubber coated handle provides• 
comfortable and secure grip in any application
Electronic variable speed switch for total control• 

Includes: heavy duty carrying case, multi-position side handle, quick release 
removeable tool holder

D25501K
40mm SDS-MAX COMBINATION HAMMER

• 12 Amp Motor provides high performance & overload 
protection;490 rpm' 3300 bpm

• 8.0 Joules of Impact Energy provides fast drilling and 
powerful chipping

• Rear Handle Mount for increased user comfort in down drilling applications
• 1,100W / 400rpm
• 2740bpm / 11J
• Factory Set Clutch reduces sudden, high torque reactions if bit jams
• Rubber Grip helps reduce the level of vibration felt by the user
• Lightweight 13.5 lbs

DW25601K
45mm SDS-MAX COMBINATION HAMMER

• SHOCKS - Active Vibration Control reduces vibration 
felt by the user at the handles.

• 8.0 Joules of impact energy provides fast drilling and powerful chipping
• 1,250W / 210 - 415rpm
• 1,430 - 2,840bpm / 2 - 12J
• 13.5 amp high-performance motor provides high performance & overload

protection
• Electronic Variable Speed Dial allows the user to control the speed of 

drilling or chipping while maintaining speed under load

DW810
100mm ANGLE GRINDER

• Powerful long life motor deliver professional performance
• Spindle lock for easy wheel change

• All ball bearing construction for high durability
• Special air channels to optimize motor cooling for tool durability

• 680W / 11,000rpm 
• Toggle Switch

• Cut-off brush to prolong motor life

DW25901K
10kg DEMOLITION HAMMER

AC00780 AC00781

AC00783
AC01090

AC00784

• SHOCKS - Active Vibration Control® Reduces vibration felt
by the user at the handles . A Perform and Protect feature.

• 14.0 Amp motor provides high performance and overload protection
• Non-air pumping beatpiece eliminates masonry dust from entering the unit

extending tool and seal life
• Spring-loaded dust seals ensure longer tool life
• 1,500W
• 1,020 - 2040bpm / 5 -25J
• Variable impact control dial (19 settings) ensures accurate impact energy 

depending on the application
• Large on/off rocker switch allows for easy single finger operation
• One-step chisel rotation (12 positions) allows the user to quickly and accurately 

adjust the chisel, not the tool
• Large rear rubber handle allows easy operation with 1 or 2 hands
• Variable position side handle allows 360° rotation and 150° adjustment for

ease of use
• In-line design for easy operation of tool in horizontal or vertical applications
• SDS max tool holder with rubber dampers absorbs energy providing longer life
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D28491 -XD
2000 W 180mm ANGLE GRINDER

DWE8210PL-B1
850W 125mm ANGLE GRINDER

D28886
DIE GRINDER

Power Input 850W 
Max. Disc Diameter 125mm 
No Load Speed 12000 rpm 
Spindle Thread M14 
Weight 1.95 kg 
Length (with Disc) 308mm 
Height 60mm
Spindle Lock Yes 
Switch Type Paddle 

DWE886P-B1
400W Die Grinder (Paddle)

DW 862-XD
TILE CUTTER

 AC01183

AC00789
AC00787

AC00790

DWE561-B1
1,200W 184mm COMPAD CIRCULAR SAW

AC00789

Power Input 710 W
No  Load Speed 7000-27000 rpm
Power Output 430W
Collect Size 6mm
Weight 1.8kg
Cord Length 350 x 90 mm

Power Input 1270W
No Load Speed 13500 (TW-13000)
Wheel Diameter 110mm
Max. Depth of cut 34mm
Weight 3kg
Cord Length 2.5m

Power Input 2000W 
Max. Disc Diameter 180 mm 
No Load Spead 8500 rpm 
Spindle Thread M14 
Weight 4.6 kg 
Length (with Disc) 527mm 
Height 78mm
Spindle Lock Yes 
Switch Type Trigger 

Power Input 400 W
No Load Speed 25000 rpm
Max. Disc Diameter 25mm
Cable Length 2.5m
Weight 1.65 kg
Length 356mm
Switch Type Paddle

Power Input 1200 W
No Load Speed 5500 rpm
Blade Diameter 184mm
Maximum Depth of cut at 90° / 45° 65/42 mm
Bevel  angle adjustment 48°
Weight 3.6 kg
Base Material steel

AC00785
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DWE8200P

DWE8200P 850 12,000 100 M10 PADDLE 1.75kg

100mm SMALL ANGLE GRINDER

Includes: guard, flanges, spanner, grinding wheel, side handle

Model
No.

Input
Power
(Watts)

No Load
Speed
(rpm)

Max. Disk
Dia

(mm)

Spindle Switch Tool
Weight

(kg)

AC00786

• 850W, 12,000 rpm power and speed for100mm grinding applications
• Advanced fan system provides maximum airflow prolonging motor life
• Accessible brushes for easy brush replacement and less downtime
• Spindle lock for quick and easy disc changes
• Compact gear case allows use in tight and confined areas

DW25404K
30mm HEAVY DUTY SDS-PLUS COMBINATION HAMMER

Ideal for drilling large anchor, fixing and through• 
holes in concrete and masonry from 6 to 32mm
in diameter

• Rotation-stop for light chiselling applications, render
and tile removal

Impact-stop for drilling in wood, ceramic, steel and screwdriving applications• 
Large hammer mechanism construction guarantees longer tool life and• 
superior performance
Outstanding ergonomic D-Handle design with rubber coated handle provides• 
comfortable and secure grip in any application
Electronic variable speed switch for total control• 

Includes: heavy duty carrying case, multi-position side handle, quick release 
removeable tool holder

D25501K
40mm SDS-MAX COMBINATION HAMMER

• 12 Amp Motor provides high performance & overload 
protection;490 rpm' 3300 bpm

• 8.0 Joules of Impact Energy provides fast drilling and 
powerful chipping

• Rear Handle Mount for increased user comfort in down drilling applications
• 1,100W / 400rpm
• 2740bpm / 11J
• Factory Set Clutch reduces sudden, high torque reactions if bit jams
• Rubber Grip helps reduce the level of vibration felt by the user
• Lightweight 13.5 lbs

DW25601K
45mm SDS-MAX COMBINATION HAMMER

• SHOCKS - Active Vibration Control reduces vibration 
felt by the user at the handles.

• 8.0 Joules of impact energy provides fast drilling and powerful chipping
• 1,250W / 210 - 415rpm
• 1,430 - 2,840bpm / 2 - 12J
• 13.5 amp high-performance motor provides high performance & overload

protection
• Electronic Variable Speed Dial allows the user to control the speed of 

drilling or chipping while maintaining speed under load

DW810
100mm ANGLE GRINDER

• Powerful long life motor deliver professional performance
• Spindle lock for easy wheel change

• All ball bearing construction for high durability
• Special air channels to optimize motor cooling for tool durability

• 680W / 11,000rpm 
• Toggle Switch

• Cut-off brush to prolong motor life

DW25901K
10kg DEMOLITION HAMMER

AC00780 AC00781

AC00783
AC01090

AC00784

• SHOCKS - Active Vibration Control® Reduces vibration felt
by the user at the handles . A Perform and Protect feature.

• 14.0 Amp motor provides high performance and overload protection
• Non-air pumping beatpiece eliminates masonry dust from entering the unit

extending tool and seal life
• Spring-loaded dust seals ensure longer tool life
• 1,500W
• 1,020 - 2040bpm / 5 -25J
• Variable impact control dial (19 settings) ensures accurate impact energy 

depending on the application
• Large on/off rocker switch allows for easy single finger operation
• One-step chisel rotation (12 positions) allows the user to quickly and accurately 

adjust the chisel, not the tool
• Large rear rubber handle allows easy operation with 1 or 2 hands
• Variable position side handle allows 360° rotation and 150° adjustment for

ease of use
• In-line design for easy operation of tool in horizontal or vertical applications
• SDS max tool holder with rubber dampers absorbs energy providing longer life
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DCD 735C2-B1
14.4V XR Hammer Drill Driver 1.5 Ah (13mm)

AC00796

D26414-B1
2,000W Heat Gun with LCD

AC00792

DCD700C2 / DK2 
10.8V Drill Driver 1.3 Ah (10mm)

AC00802-N

DCD 796M2-XD 
18V XR (Brushless) Hammer Drill Driver (13mm)

AC00797

Power Input 2000W
Operating Temperature 50-600°C
Air Flow 650 I /min
Nozzle Diameter 22 mm
Overheating Protection Yes
Weight 0.85 kg
Length 265 mm
Height 210 mm

Battery chemistry XR Li-lon 
Voltage 18V 
Max. Torque (Hard) 70 Nm 
Max. Torque (Soft) 27Nm 
Power Output 460 Watt 
No Load Speed 0.550/2000 rpm 
Beats per Minute 0.9350/34000 bpm 

D2-20Ah (KR/B1) 
Battery M2-4.0Ah(KR/B1) 

P2.5.0Ah (KR/TW) 
B-Bare unit (KR) 

Voltage 10.8V
# of speed Setting 2
No Load Speed 0.400/1500 rpm
Max. Torque 24 Nm
Chuck Capacity 10mm
Chuck Type plastic
Max. Drilling Capacity 20/10mm
Battery Chemistry XR Li-lon
Battery Type C2-1.3Ah (KR/B1/TW/AV)

Voltage 14.4V 
# off Speed Setting 2 
No Load Speed 0-550/0.1900rpm 
Beats per Minute 0.9350/0.32300kpm 
Max. Torque (Hard/Soft) 57Nm 
Chuck Capacity 1.5-13mm 
Chuck Type Plastic, Tatchating 
Max. Drilling Capacity 
(Weed/ Metal/ Masonry) 35/13/13mm 
Battery Chemistry Li-lon 
Battery Type (2.15Ah (B1/A9) 

DC727K
12.0V 3/8" (10mm)
COMPACT DRILL DRIVER

AC00954

• Powerful 12V drill driver for drilling and screwdriving applications
• 10mm single sleeve chuck and spindle lock for quick and easy bit change with

one hand
• 2-Speed settings, variable speed and reverse switch for maximum control
• 14-Position adjustable torque control for consistent screwdriving into a variety

of materials with different screw sizes
• Extremely compact and lightweight design for working in confined areas
• Ergonomically designed trigger and rubber grip for comfort and ease of use

12 0-350/1200rpm2 26Nm 1-10mm Plasstic,
ratcheting 25mm NiCd 1.5AhDC740KA

Voltage
(V)

# of Speed
Settings

No Load
Speed
(rpm)

Max
Torque

Chuck
Capacity

Chuck
Type

Max. Drilling
Capacity

[Wood/Metal]

Battery
Chemistry 

Model
No.

Battery
Type

DW677
1.5mm PLANER

High power motor for smooth results, even•
in hard woods
A large planer blade drum rotating at high speed provides an excellent finish•
Front handle depth control in clearly marked 0.1mm steps for accurate setting•
with a positive stop position
Low weight and perfect balance make this planer ideal for•
single handed use in those awkward places

Includes: TCT reversible blades, parallel fence and dust extraction spout

AC00960

AC10102

Stock
Code

47

D26441
1/4 SHEET 
FINISHING SANDER

The compact lightweight design make•
the D26441 convenient and comfortable especially when sanding those
awkward areas
Powerful enough for any job, especially suited to small areas, curved•
surfaces and spot sanding
Small orbit size for a smooth finish•
Dust sealed switch and bearings for a long life•

Includes: sanding sheet, paper punch and dust bag

AC00798

D26451
HEAVY-DUTY 5” RANDOM ORBIT SANDER

Provides maximum sanding speed for•
smooth finishes
Dual-plane counter-balanced fan•
reduces user fatigue
Dust-sealed switch prevents contamination•
Sealed 100% ball-bearing construction•
Accepts 5”, 8-hole hook and loop paper•
Shop vacuum adapter for maximum dust collection•

Includes: dust bag, vacuum adapter

AC00799

D28700 / D28710  
14" (355mm) Chop Saw

AC00791

• 15.0 Amp/4.0 HP (maximum motor HP) motor provides 
overload protection, increasing performance and
durability

• Ergonomically designed "D" handle provides a 
more comfortable hand position, reducing fatigue 
and increasing productivity

• Quick-Lock Vise allows for fast clamping on different 
 size materials to increase productivity

• 3,800rpm
• 45° pivoting fence allows for fast and accurate angle cuts
• Steel base allows user to weld jigs or stops directly onto the base
• Spindle Lock allows user to make wheel changes quickly and easily, saving 

time and money
• Integrated top handle allows the saw to be carried around easily
• Heavy-duty lock down pin allows head of the saw to be locked in the carrying 

position without the use of a chain
• Adjustable spark guard allows the users to direct sparks away from the work area
• On-board wheel change wrench allows for convenient storage and greatly 

reduces the risk of lost wrenches
• Compression spring provides smoother movement and increased durability

versus torsion springs 

DW304PK
RECIPROCATING SAW

With a 29mm stroke length the DW304PK has excellent cutting performance•
Ideal shoe design for greater visibility and plunge cuts•
Fully insulated metal gearbox with anti-vibration soft grip rubber boot•
Reversible blade allows cutting in confined areas•
Ideal for plumbers, electricians, heating, HVAC, and builders•

Includes: 2 professional bi-metal blades, blade spanner and heavy duty 
carrying case

DW304PK

AC00800

DW331K
HEAVY DUTY TOP HANDLE JIGSAW

Tool free blade change mechanism•
accepts universal and t-shank blades
High output motor in combination with powerful full wave electronics ensures•
a constant torque and cutting speed in any material
Unique counter-balance mechanism and rubber grip provides smooth con-•
trollable operation
Robust-dual housing construction-metal gearbox with additional polyamid•
outer casing for added durability
Saw blade guidance and blade support roller positioned low to control•
blade defl ection at maximum depth of cut applications

Includes: 3 high performance jigsaw blades, allen key, anti-splinter shoe insert, 
dust extraction adaptor and heavy duty carrying case

AC00802

DW341K
TOP HANDLE JIGSAW

High power motor with large power•
reserves for added durability
Variable speed dial and trigger allows•
cutting through all materials
4 stage adjustable of the pendulum action for increased cutting performance•
and longer saw blade service life
Sawdust blower and integrated dust extraction adapter for clean working•
and clearer view of the cutting area
Base plate can be moved horizontally for sawing close to edges•
Very comfortable, ergonomic design•

Includes: general purpose blade, allen key, anti-scratch base, 
anti-splintering insert

AC00801

Model Input Power No Load Wheel dia Whell flange Weight Length Height
No. (Watts) Speed (rpm)

 D28710 2200W 3,800 355mm 470mm 16.6kg 670mm 280mm
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DCD 735C2-B1
14.4V XR Hammer Drill Driver 1.5 Ah (13mm)

AC00796

D26414-B1
2,000W Heat Gun with LCD

AC00792

DCD700C2 / DK2 
10.8V Drill Driver 1.3 Ah (10mm)

AC00802-N

DCD 796M2-XD 
18V XR (Brushless) Hammer Drill Driver (13mm)

AC00797

Power Input 2000W
Operating Temperature 50-600°C
Air Flow 650 I /min
Nozzle Diameter 22 mm
Overheating Protection Yes
Weight 0.85 kg
Length 265 mm
Height 210 mm

Battery chemistry XR Li-lon 
Voltage 18V 
Max. Torque (Hard) 70 Nm 
Max. Torque (Soft) 27Nm 
Power Output 460 Watt 
No Load Speed 0.550/2000 rpm 
Beats per Minute 0.9350/34000 bpm 

D2-20Ah (KR/B1) 
Battery M2-4.0Ah(KR/B1) 

P2.5.0Ah (KR/TW) 
B-Bare unit (KR) 

Voltage 10.8V
# of speed Setting 2
No Load Speed 0.400/1500 rpm
Max. Torque 24 Nm
Chuck Capacity 10mm
Chuck Type plastic
Max. Drilling Capacity 20/10mm
Battery Chemistry XR Li-lon
Battery Type C2-1.3Ah (KR/B1/TW/AV)

Voltage 14.4V 
# off Speed Setting 2 
No Load Speed 0-550/0.1900rpm 
Beats per Minute 0.9350/0.32300kpm 
Max. Torque (Hard/Soft) 57Nm 
Chuck Capacity 1.5-13mm 
Chuck Type Plastic, Tatchating 
Max. Drilling Capacity 
(Weed/ Metal/ Masonry) 35/13/13mm 
Battery Chemistry Li-lon 
Battery Type (2.15Ah (B1/A9) 

DC727K
12.0V 3/8" (10mm)
COMPACT DRILL DRIVER

AC00954

• Powerful 12V drill driver for drilling and screwdriving applications
• 10mm single sleeve chuck and spindle lock for quick and easy bit change with

one hand
• 2-Speed settings, variable speed and reverse switch for maximum control
• 14-Position adjustable torque control for consistent screwdriving into a variety

of materials with different screw sizes
• Extremely compact and lightweight design for working in confined areas
• Ergonomically designed trigger and rubber grip for comfort and ease of use

12 0-350/1200rpm2 26Nm 1-10mm Plasstic,
ratcheting 25mm NiCd 1.5AhDC740KA

Voltage
(V)

# of Speed
Settings

No Load
Speed
(rpm)

Max
Torque

Chuck
Capacity

Chuck
Type

Max. Drilling
Capacity

[Wood/Metal]

Battery
Chemistry 

Model
No.

Battery
Type

DW677
1.5mm PLANER

High power motor for smooth results, even•
in hard woods
A large planer blade drum rotating at high speed provides an excellent finish•
Front handle depth control in clearly marked 0.1mm steps for accurate setting•
with a positive stop position
Low weight and perfect balance make this planer ideal for•
single handed use in those awkward places

Includes: TCT reversible blades, parallel fence and dust extraction spout

AC00960

AC10102

Stock
Code

47

D26441
1/4 SHEET 
FINISHING SANDER

The compact lightweight design make•
the D26441 convenient and comfortable especially when sanding those
awkward areas
Powerful enough for any job, especially suited to small areas, curved•
surfaces and spot sanding
Small orbit size for a smooth finish•
Dust sealed switch and bearings for a long life•

Includes: sanding sheet, paper punch and dust bag

AC00798

D26451
HEAVY-DUTY 5” RANDOM ORBIT SANDER

Provides maximum sanding speed for•
smooth finishes
Dual-plane counter-balanced fan•
reduces user fatigue
Dust-sealed switch prevents contamination•
Sealed 100% ball-bearing construction•
Accepts 5”, 8-hole hook and loop paper•
Shop vacuum adapter for maximum dust collection•

Includes: dust bag, vacuum adapter

AC00799

D28700 / D28710  
14" (355mm) Chop Saw

AC00791

• 15.0 Amp/4.0 HP (maximum motor HP) motor provides 
overload protection, increasing performance and
durability

• Ergonomically designed "D" handle provides a 
more comfortable hand position, reducing fatigue 
and increasing productivity

• Quick-Lock Vise allows for fast clamping on different 
 size materials to increase productivity

• 3,800rpm
• 45° pivoting fence allows for fast and accurate angle cuts
• Steel base allows user to weld jigs or stops directly onto the base
• Spindle Lock allows user to make wheel changes quickly and easily, saving 

time and money
• Integrated top handle allows the saw to be carried around easily
• Heavy-duty lock down pin allows head of the saw to be locked in the carrying 

position without the use of a chain
• Adjustable spark guard allows the users to direct sparks away from the work area
• On-board wheel change wrench allows for convenient storage and greatly 

reduces the risk of lost wrenches
• Compression spring provides smoother movement and increased durability

versus torsion springs 

DW304PK
RECIPROCATING SAW

With a 29mm stroke length the DW304PK has excellent cutting performance•
Ideal shoe design for greater visibility and plunge cuts•
Fully insulated metal gearbox with anti-vibration soft grip rubber boot•
Reversible blade allows cutting in confined areas•
Ideal for plumbers, electricians, heating, HVAC, and builders•

Includes: 2 professional bi-metal blades, blade spanner and heavy duty 
carrying case

DW304PK

AC00800

DW331K
HEAVY DUTY TOP HANDLE JIGSAW

Tool free blade change mechanism•
accepts universal and t-shank blades
High output motor in combination with powerful full wave electronics ensures•
a constant torque and cutting speed in any material
Unique counter-balance mechanism and rubber grip provides smooth con-•
trollable operation
Robust-dual housing construction-metal gearbox with additional polyamid•
outer casing for added durability
Saw blade guidance and blade support roller positioned low to control•
blade defl ection at maximum depth of cut applications

Includes: 3 high performance jigsaw blades, allen key, anti-splinter shoe insert, 
dust extraction adaptor and heavy duty carrying case

AC00802

DW341K
TOP HANDLE JIGSAW

High power motor with large power•
reserves for added durability
Variable speed dial and trigger allows•
cutting through all materials
4 stage adjustable of the pendulum action for increased cutting performance•
and longer saw blade service life
Sawdust blower and integrated dust extraction adapter for clean working•
and clearer view of the cutting area
Base plate can be moved horizontally for sawing close to edges•
Very comfortable, ergonomic design•

Includes: general purpose blade, allen key, anti-scratch base, 
anti-splintering insert

AC00801

Model Input Power No Load Wheel dia Whell flange Weight Length Height
No. (Watts) Speed (rpm)

 D28710 2200W 3,800 355mm 470mm 16.6kg 670mm 280mm
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Bench Grinder / Polisher

AC00975

AET 150
 AC00967

AET 250P
10” AC00975

AET 300P
12” AC00976

AET 350P
14” AC00977

AC00976
AC00974AC00973

Model No.
Power Rating
Wire Brush
Bu�ng mop
No Load Speed
Voltage
Net Wt (kgs) 16

SNP620 SNP840
500W 500W
6” x 3/4 x 1/2” 8” x 3/4 x 5/8”
5” x 5/8” x 1/2” 7” x 3/4” x 3/4”
3000 RPM/50 Hz   or 3600 RPM/60 Hz
Single phase 230V

15

Model No. SNC 620 SNC 840
Power Rating 350W 750W
Grinding wheel 6” x 1” x 20mm 8” x 1” x 20mm
Sanding belt 2” x 40” 4” x 40”
Wire Brush 6” x 5/8” x 12mm 8” x 3/4” x 12mm
Bu�ng mop 5” x 3/4” x12mm 7” x 1” x 12mm
No load speed 3000 rpm/50 Hz or 3600 rpm/60 Hz
Voltage Single phase 100-250V.   Three phase 220-440V
Net Wt (kgs) 14.5 25

6” Buffing Machine

Bench Grinder

8” Buffing Machine Belt Sanding Machine

Pedestal 

Model No. P053 TEAP003 TEAP052 TEA

68900CA67900CA

002 TEA TEA

Power Rating PH3PH2W057W075W053

Wheel Size ”1 x ”1 x ”01

No Load Speed 3000RPM/50Hz or 3600RPM/60Hz 3000RPM/50Hz or 3600RPM/60Hz 1500RPM/50Hz or 1800RPM/60Hz 1420RPM 1440RPM

Voltage V514 esahp eerhTV514 esahp eerhTV514 esahp eerhTV032 esahp elgniSV032 esahp elgniS

Wt (kgs) 53183835.01

Stock Code

Stock Code AC00973 AC00974Stock Code AC00975 AC00976

AC00977AC00976AC00975

Grinder

AET 200
 AC00968

6” X 1” X 3/4” 8” X 1” X 3/4” 12” x 2” x 1” 14” x  2” x  1”

80

AET 250
AC00969

AC00970
AET 300

Stock Code Model Output Voltage Belt Speed Belt Size Drive Wheel Sanding Surface Dimemsion Weight
AC01673 AET-4481 750W 220V 19m/sec 1220x100mm Ø126 x105mm 320x105mm 650 x 380 x 260mm 26.5 kg
AC01674 AET-4483 750W 415V 19m/sec 1220x100mm Ø126 x105mm 320x105mm 651 x 380 x 260mm 27.5 kg
AC01675 AET-4591 1500W 230V 25m/sec 1500x100mm Ø170x106mm 405x103mm 820x480x 1100mm 67.5kg
AC01676 AET-4593 1500W 415V 25m/sec 1500x100mm Ø170x106mm 405x103mm 820x480x 1100mm 67.5kg
AC01677 AET-0752 2200W 415V 30m/sec 2000x75mm Ø200x 75mm 470x75mm 950x 430 x1050mm 85 kg
AC01678 AET-1502 3700W 415V 30m/sec 2000x150mm Ø200 x 150mm 600 x 150mm 950x 430 x1050mm 100 kg

AET-44 81
AC01673

AET-4483
AC01674

AET-4591
AC01675

AET-4593
AC01676

AET-0752
AC01677

AET-1502
AC01678

Belt Sander 4" Belt Sander 3" Belt Sander

DCF880D2-B1
18V 1/2" Compact Impact Wreench 2.0 Ah

AC00960

DCH 364 M2-B1
36V XR 3 Mode Rotary Hammer 4.0Ah

High Speed Cut-off Machines

AET High Speed Cut-off Machines
Model: MC400D

CC 16SA – 405mm (16”)
* Powerful motor: 2,000W
* Double insulation construction for

more safety
* Spindle lock

CC 16SB– 405mm (16”)
(Three Phase)
* Powerful

induction motor:
2,200W
(or 3,700W)

Specifications

Specification

Model No
Capacity

Power Input No-Load Speed
Dimensions

( W x L x H )
Weight

Standard 
AccessoriesBar Dia. Pipe Dia. Shape Steel

CC16SA 75mm
(3”)

139.8mm
(5-1/2”)

135 x 135 mm
(5-5/16 x 5-5/16”)

2,000W** 3,500/min. 320 x 592 x 691 mm
(12-19/32 x 23-5/16 x 27-7/32”)

22.5 kg
(49.6 lbs.)

1 Cut-off Wheel
1 Wrench

CC16SB 75mm
(3”)

130.0mm
(5-1/8”)

110 x 110 mm
(4-3/8 x 4-3/8”)

2,200W**
50 Hz  2,290/min.
60 Hz  2,730/min. 424 x 894 x 965 mm

(16-11/16 x 35-3/16 x 38”)

86.0 kg
(189.0 lbs.)

3,700W**
50 Hz  2,430/min.
60 Hz 2,900/min.

96.0 kg
(211.5 lbs.)

*Power Input is subject to change by areas.
**Power Output

AC00738
A

AC00996

C00737

MC400D (16") 3000w 2840rpm 400 x 3x 32mm 73 kgSteel 180mm
/Bar 45mm

Model Motor Speed

380v/50hZ

Voltage Disc-size CapacityStock Code Weight

760x550x550mm

Mimension

AC00979

AC00979

AC00966

Specification

Model SM1
Power 2200/3000W
Voltage 230/415V
Disc Diameter 400mm(16”) .50mm
Cutting Capacity 135mm L100X10mm
N.W. / G.W. 80/86KG

Voltage 36V
Chuck Type SDS Plus 
No Load Speed 0-1100rpm 
Blows/ Min 0-4,500 bpm 
Impact Energy(EPTA 0.5/2009) 2.3I 
Chipping Yes
Battery Chemistry Li-lan 
Nbattery Type M2.4OAH(KR/B1/TW/A9) 

N-Bare Unit (KR) 

Voltage 18V
Drive Size 1/2" (12.7mm)w/detent 
No Load Speed 0-2300 rpm 
Impacts per Minute 0-2700rpm 
Max Torque 203Nm 
LEDs 3
Battery Chemistry Li-lon 

L2-3.0AH(KR) P2-5)Ah (B1)
M2-4.)Ah(KR/TW)
P2-5.0Ah (A9) 

Battery Type N-Bare unit (TW/A9)
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Bench Grinder / Polisher

AC00975

AET 150
 AC00967

AET 250P
10” AC00975

AET 300P
12” AC00976

AET 350P
14” AC00977

AC00976
AC00974AC00973

Model No.
Power Rating
Wire Brush
Bu�ng mop
No Load Speed
Voltage
Net Wt (kgs) 16

SNP620 SNP840
500W 500W
6” x 3/4 x 1/2” 8” x 3/4 x 5/8”
5” x 5/8” x 1/2” 7” x 3/4” x 3/4”
3000 RPM/50 Hz   or 3600 RPM/60 Hz
Single phase 230V

15

Model No. SNC 620 SNC 840
Power Rating 350W 750W
Grinding wheel 6” x 1” x 20mm 8” x 1” x 20mm
Sanding belt 2” x 40” 4” x 40”
Wire Brush 6” x 5/8” x 12mm 8” x 3/4” x 12mm
Bu�ng mop 5” x 3/4” x12mm 7” x 1” x 12mm
No load speed 3000 rpm/50 Hz or 3600 rpm/60 Hz
Voltage Single phase 100-250V.   Three phase 220-440V
Net Wt (kgs) 14.5 25

6” Buffing Machine

Bench Grinder

8” Buffing Machine Belt Sanding Machine

Pedestal 

Model No. P053 TEAP003 TEAP052 TEA

68900CA67900CA

002 TEA TEA

Power Rating PH3PH2W057W075W053

Wheel Size ”1 x ”1 x ”01

No Load Speed 3000RPM/50Hz or 3600RPM/60Hz 3000RPM/50Hz or 3600RPM/60Hz 1500RPM/50Hz or 1800RPM/60Hz 1420RPM 1440RPM

Voltage V514 esahp eerhTV514 esahp eerhTV514 esahp eerhTV032 esahp elgniSV032 esahp elgniS

Wt (kgs) 53183835.01

Stock Code

Stock Code AC00973 AC00974Stock Code AC00975 AC00976

AC00977AC00976AC00975

Grinder

AET 200
 AC00968

6” X 1” X 3/4” 8” X 1” X 3/4” 12” x 2” x 1” 14” x  2” x  1”

80

AET 250
AC00969

AC00970
AET 300

Stock Code Model Output Voltage Belt Speed Belt Size Drive Wheel Sanding Surface Dimemsion Weight
AC01673 AET-4481 750W 220V 19m/sec 1220x100mm Ø126 x105mm 320x105mm 650 x 380 x 260mm 26.5 kg
AC01674 AET-4483 750W 415V 19m/sec 1220x100mm Ø126 x105mm 320x105mm 651 x 380 x 260mm 27.5 kg
AC01675 AET-4591 1500W 230V 25m/sec 1500x100mm Ø170x106mm 405x103mm 820x480x 1100mm 67.5kg
AC01676 AET-4593 1500W 415V 25m/sec 1500x100mm Ø170x106mm 405x103mm 820x480x 1100mm 67.5kg
AC01677 AET-0752 2200W 415V 30m/sec 2000x75mm Ø200x 75mm 470x75mm 950x 430 x1050mm 85 kg
AC01678 AET-1502 3700W 415V 30m/sec 2000x150mm Ø200 x 150mm 600 x 150mm 950x 430 x1050mm 100 kg

AET-44 81
AC01673

AET-4483
AC01674

AET-4591
AC01675

AET-4593
AC01676

AET-0752
AC01677

AET-1502
AC01678

Belt Sander 4" Belt Sander 3" Belt Sander

DCF880D2-B1
18V 1/2" Compact Impact Wreench 2.0 Ah

AC00960

DCH 364 M2-B1
36V XR 3 Mode Rotary Hammer 4.0Ah

High Speed Cut-off Machines

AET High Speed Cut-off Machines
Model: MC400D

CC 16SA – 405mm (16”)
* Powerful motor: 2,000W
* Double insulation construction for

more safety
* Spindle lock

CC 16SB– 405mm (16”)
(Three Phase)
* Powerful

induction motor:
2,200W
(or 3,700W)

Specifications

Specification

Model No
Capacity

Power Input No-Load Speed
Dimensions

( W x L x H )
Weight

Standard 
AccessoriesBar Dia. Pipe Dia. Shape Steel

CC16SA 75mm
(3”)

139.8mm
(5-1/2”)

135 x 135 mm
(5-5/16 x 5-5/16”)

2,000W** 3,500/min. 320 x 592 x 691 mm
(12-19/32 x 23-5/16 x 27-7/32”)

22.5 kg
(49.6 lbs.)

1 Cut-off Wheel
1 Wrench

CC16SB 75mm
(3”)

130.0mm
(5-1/8”)

110 x 110 mm
(4-3/8 x 4-3/8”)

2,200W**
50 Hz  2,290/min.
60 Hz  2,730/min. 424 x 894 x 965 mm

(16-11/16 x 35-3/16 x 38”)

86.0 kg
(189.0 lbs.)

3,700W**
50 Hz  2,430/min.
60 Hz 2,900/min.

96.0 kg
(211.5 lbs.)

*Power Input is subject to change by areas.
**Power Output

AC00738
A

AC00996

C00737

MC400D (16") 3000w 2840rpm 400 x 3x 32mm 73 kgSteel 180mm
/Bar 45mm

Model Motor Speed

380v/50hZ

Voltage Disc-size CapacityStock Code Weight

760x550x550mm

Mimension

AC00979

AC00979

AC00966

Specification

Model SM1
Power 2200/3000W
Voltage 230/415V
Disc Diameter 400mm(16”) .50mm
Cutting Capacity 135mm L100X10mm
N.W. / G.W. 80/86KG

Voltage 36V
Chuck Type SDS Plus 
No Load Speed 0-1100rpm 
Blows/ Min 0-4,500 bpm 
Impact Energy(EPTA 0.5/2009) 2.3I 
Chipping Yes
Battery Chemistry Li-lan 
Nbattery Type M2.4OAH(KR/B1/TW/A9) 

N-Bare Unit (KR) 

Voltage 18V
Drive Size 1/2" (12.7mm)w/detent 
No Load Speed 0-2300 rpm 
Impacts per Minute 0-2700rpm 
Max Torque 203Nm 
LEDs 3
Battery Chemistry Li-lon 

L2-3.0AH(KR) P2-5)Ah (B1)
M2-4.)Ah(KR/TW)
P2-5.0Ah (A9) 

Battery Type N-Bare unit (TW/A9)
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Features

Available for milling, boring, drilling, tapping and etc.,• 
Gear head can be titled 90˚ right & left each.• 
Clutch operated micro down feed.• 
The headstock is composed 11 pieces precision of gear • 
(all 2.0mm pitch) and all immersed in oil bath.
Available CE standard as fig shows such as: Electrical•
Control System,
Cabinet Stand, Protecting Guard.•

Multi-Purpose 
Geared Head Drilling & Milling Machine

400GCT

Specifi cations

Model No
Drilling Capacity (Cast Iron)

Head Swivel
Main Motor
Speed of Spindle 50 Hz

Speed of Spindle 60 Hz

Table Surface
Cross Travel of Table
Longitudinal Travel of Table
Overall Height
T-Slot Size
Cabinet Stand
Measurement (mm)
N.W/G.W

400GCT

Stock Code AC01127

40mm

Face Milling Capacity
Drilling Capacity (Steel) 32mm

76mm
End Milling Capacity 32mm
Spindle Taper MT #3 or R-8
Spindle Nose to Table 580mm
Column Dia 115mm
Quill Dia. 75mm
Quill Travel 120mm
Swing 550mm

90˚ R&L
0.75 P.S. 1 HP
50, 100, 170, 370, 
1250rpm(4P)
60, 120, 200, 450, 
850, 1500rpm(4P)
585 x 190mm
210mm
340mm
1880mm
14mm
––
740 x 780 x 1955
325kgs / 360kgs

Drilling & Milling Machine
RF-31N2F

Model RF-31N2F
In Mild Steel Drilling 32mm  ( 1 1/4")

Face Mill 76mm (3")
End Mill 20mm (3/4")

(Optional) Tapping 16mm (5/8")
In Light Alloy 32mm (1 1/4")
Motor 1 1/2HP , 3HP
1 Speed Motor (optional) (rpm) 60 HZ 150~3000

50HZ 125~2500
2 Speed Motor (optional) (rpm) 60 HZ 75~3000

50hz 62~2500
Spindle Taper: MT3 OR  R8
Spindle Stroke 130mm (PF:107mm)
Spindle Nose to Column Surface 205mm
Column Diameter 115mm 
Working Table 730 x 210 mm
Longitudinal Travel: 430mm
Cross Travel 185mm
T-slot Size 16 x 26 mm
Number of T-Slots: 4
Packing Measurement (Lx WxH) 800 x 737x1143mm (w/o stand)
N.W  /  G. W 35 /36 kgs
20' Container Q' ty 36 sets (w/stand), 52 set sets (w/o stand)

AC01197

Milling Machine 2500M

TABLE
Mode
Stock Code

Distance between “T” 
shaped slots
Rotary movement of table 
in both direction
TRAVERSE

Available distance from spindle 
to overarm
SPINDLE (horizontal)

No. of speeds of the spindle 
(R.P.M.)

FEEDS

RAPID TRAVERSE

604mm/minVertical
PUISSANCE

COOLING

MOTORIZED OVERARM

WEIGHT

Maximum w

Gross weight with 
seapacking case

STANDARD ACCESSORIES:
1. 27mm or 1” long horizontal 

ISO#40 milling arbor.
2. Horizontal & vertical manual draw-bars.
3. Coolant pump & coolant system.
4. Tool box and service tools.

OPTIONAL ACCESSORIES:
1. AC auto feed device is available.
2. Ball screws for “X” “Y” axis.
3. Auto ways lubrication unit.
4. 
5. 

Chip tray.
Universal dividing head, 
complete with 3 JAW chuck.

6. Horizontal & vertical rotary table.
7. Hydraulic clamping vise 6” or 8”.
8. Power milling vise 6” or 8”.
9. Clamping kit.
10. Pneumatic power draw bar.
11. ISO #50 spindle taper.

AC01212

AC01212
2500M

Specifications

51

Drilling Machines

4113
AC00961

4116
AC00962

5125
AC00963

5132
AC00964

5120
AC01187

Specifications

Model No 4113 4116

Stock Code AC00961 AC00962

Max. Drilling Cap. 13 mm 16 mm

Column Dia. 73 mm 73 mm

Spindle Travel 85 mm 85 mm

Spindle Axis Distance to Surface 165 mm 165 mm
Max. Spindle Nose Distance
to Workable 328 mm 390 mm

Max. Spindle Nose Distance
to Base 488 mm 562 mm

Spindle Taper B16 MT.2

Spindle Speeds Range 420-2800 rpm 210 - 2900rpm

Spindle Speeds 5 12

Work Surface Dimension 230 x 230
 250 mm

230 x 230
 250 mm

Base Dimension 420 x 250 mm 420 x 250 mm

Overall Height 825 mm 890 mm

Motor 250 W 370 W

Gross Wt / Net Wt 47 kg 44 kg

Shipment Dimension 92 x 52 x 28 cm 92 x 52 x 28 cm

Specifications

Model No 5125 5132

Max. Drilling Cap. 25 mm 31.5 mm

Column Dia. 85 mm 85 mm

Spindle Travel 110 mm 110 mm

Spindle Axis Distance to Surface 200 mm 200 mm
Max. Spindle Nose Distance
to Workable 485 mm 490 mm

Max. Spindle Nose Distance
to Base 670 mm 1240 mm

Spindle Taper MT. 3 MT. 3

Spindle Speeds Range 200-2260 rpm 150-2270 rpm

Spindle Speeds 9 12

Work Surface Dimension 280 x 280
 360mm

280 x 280
 360mm

Base Dimension 300 x 300mm 300 x 300 mm

Overall Height 1109mm 1109 mm

Motor 550 W 750 W

Gross Wt / Net Wt 112.5 kg 107.5 kg

Shipment Dimension 110 x 77 x 34 cm 110 x 77 x 34 cm

Specifications

Model No

Stock Code

5120

AC01187

Max. Drilling Cap. 20 mm

Column Dia. 70 mm

Spindle Travel 85 mm

Spindle Axis Distance to Surface 180 mm
Max. Spindle Nose Distance
to Workable B18: 400 mm

Max. Spindle Nose Distance
to Base B18: 560 mm

Spindle Taper MT. 18

Spindle Speeds Range 270-2880 rpm

Spindle Speeds 5 or 12

Work Surface Dimension 240 x 240
 300mm

Base Dimension 220 x 220 mm

Overall Height 956 mm

Motor 550 W

Gross Wt / Net Wt 63.5 kg

Shipment Dimension 92 x 52 x 28 cm

Stock Code AC01198

Features Profile locking system
Bench rotation to ensure bars alignment
High perform cutting capabilities
Trimming capability on the profile length
Suitable also for panel cutting

Specifi cations
Motor
Power
Speed
Blade Size 
Dimension

2HP 1.5Kw
3Phase 415V 50Hz 
3000rpm 
350mm 
680mm(L) x 720mm(W) x 1170mm(H)

Stock Code AC01199

Features Can processing sevseal piece of profile after clamp
Convenient tool adjustment to meet 
different requirement
No need special ordering tool when processing 
various profile
Large tool diameter and high milling speed

Specifications
Motor
Power 
Dimension

1.5HP 1.1Kw
3Phase 415V 50Hz 
620mm(L) x 500mm(W) x 1145mm(H)

Under–Cut Sawing Machine For Aluminium Profile Groove Milling Machine For Aluminium Profile

AC01198 AC01199

Stock Code AC00963 AC00964

Drilling Machine
Model: I-32M

I-32M
AC00965

Specifications
Stock Code AC00965
Model I-32M
Drilling Capacity Dia 32mm
Quill Movement 150mm
Tapping Capacity M22 
(steel, cast iron) 
Morse taper MT 3
Motor power (50 Hz) 1,20 kW
Motor power (60 Hz) 1,50 kW
Spindle speed (50 Hz) 75-160-265-440-535-890-1490-3010
Spindle speed (60 Hz) 90-190-320-640-530-1060-1790-3610
Feed speed 0,10/0,004-0,15/0,006-0.22/0,009-0,30/0,012 
(mm/inch per rev. 
Size of table 500 x 400 mm
Net weight 260 kg
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Features

Available for milling, boring, drilling, tapping and etc.,• 
Gear head can be titled 90˚ right & left each.• 
Clutch operated micro down feed.• 
The headstock is composed 11 pieces precision of gear • 
(all 2.0mm pitch) and all immersed in oil bath.
Available CE standard as fig shows such as: Electrical•
Control System,
Cabinet Stand, Protecting Guard.•

Multi-Purpose 
Geared Head Drilling & Milling Machine

400GCT

Specifi cations

Model No
Drilling Capacity (Cast Iron)

Head Swivel
Main Motor
Speed of Spindle 50 Hz

Speed of Spindle 60 Hz

Table Surface
Cross Travel of Table
Longitudinal Travel of Table
Overall Height
T-Slot Size
Cabinet Stand
Measurement (mm)
N.W/G.W

400GCT

Stock Code AC01127

40mm

Face Milling Capacity
Drilling Capacity (Steel) 32mm

76mm
End Milling Capacity 32mm
Spindle Taper MT #3 or R-8
Spindle Nose to Table 580mm
Column Dia 115mm
Quill Dia. 75mm
Quill Travel 120mm
Swing 550mm

90˚ R&L
0.75 P.S. 1 HP
50, 100, 170, 370, 
1250rpm(4P)
60, 120, 200, 450, 
850, 1500rpm(4P)
585 x 190mm
210mm
340mm
1880mm
14mm
––
740 x 780 x 1955
325kgs / 360kgs

Drilling & Milling Machine
RF-31N2F

Model RF-31N2F
In Mild Steel Drilling 32mm  ( 1 1/4")

Face Mill 76mm (3")
End Mill 20mm (3/4")

(Optional) Tapping 16mm (5/8")
In Light Alloy 32mm (1 1/4")
Motor 1 1/2HP , 3HP
1 Speed Motor (optional) (rpm) 60 HZ 150~3000

50HZ 125~2500
2 Speed Motor (optional) (rpm) 60 HZ 75~3000

50hz 62~2500
Spindle Taper: MT3 OR  R8
Spindle Stroke 130mm (PF:107mm)
Spindle Nose to Column Surface 205mm
Column Diameter 115mm 
Working Table 730 x 210 mm
Longitudinal Travel: 430mm
Cross Travel 185mm
T-slot Size 16 x 26 mm
Number of T-Slots: 4
Packing Measurement (Lx WxH) 800 x 737x1143mm (w/o stand)
N.W  /  G. W 35 /36 kgs
20' Container Q' ty 36 sets (w/stand), 52 set sets (w/o stand)

AC01197

Milling Machine 2500M

TABLE
Mode
Stock Code

Distance between “T” 
shaped slots
Rotary movement of table 
in both direction
TRAVERSE

Available distance from spindle 
to overarm
SPINDLE (horizontal)

No. of speeds of the spindle 
(R.P.M.)

FEEDS

RAPID TRAVERSE

604mm/minVertical
PUISSANCE

COOLING

MOTORIZED OVERARM

WEIGHT

Maximum w

Gross weight with 
seapacking case

STANDARD ACCESSORIES:
1. 27mm or 1” long horizontal 

ISO#40 milling arbor.
2. Horizontal & vertical manual draw-bars.
3. Coolant pump & coolant system.
4. Tool box and service tools.

OPTIONAL ACCESSORIES:
1. AC auto feed device is available.
2. Ball screws for “X” “Y” axis.
3. Auto ways lubrication unit.
4. 
5. 

Chip tray.
Universal dividing head, 
complete with 3 JAW chuck.

6. Horizontal & vertical rotary table.
7. Hydraulic clamping vise 6” or 8”.
8. Power milling vise 6” or 8”.
9. Clamping kit.
10. Pneumatic power draw bar.
11. ISO #50 spindle taper.

AC01212

AC01212
2500M

Specifications
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Drilling Machines

4113
AC00961

4116
AC00962

5125
AC00963

5132
AC00964

5120
AC01187

Specifications

Model No 4113 4116

Stock Code AC00961 AC00962

Max. Drilling Cap. 13 mm 16 mm

Column Dia. 73 mm 73 mm

Spindle Travel 85 mm 85 mm

Spindle Axis Distance to Surface 165 mm 165 mm
Max. Spindle Nose Distance
to Workable 328 mm 390 mm

Max. Spindle Nose Distance
to Base 488 mm 562 mm

Spindle Taper B16 MT.2

Spindle Speeds Range 420-2800 rpm 210 - 2900rpm

Spindle Speeds 5 12

Work Surface Dimension 230 x 230
 250 mm

230 x 230
 250 mm

Base Dimension 420 x 250 mm 420 x 250 mm

Overall Height 825 mm 890 mm

Motor 250 W 370 W

Gross Wt / Net Wt 47 kg 44 kg

Shipment Dimension 92 x 52 x 28 cm 92 x 52 x 28 cm

Specifications

Model No 5125 5132

Max. Drilling Cap. 25 mm 31.5 mm

Column Dia. 85 mm 85 mm

Spindle Travel 110 mm 110 mm

Spindle Axis Distance to Surface 200 mm 200 mm
Max. Spindle Nose Distance
to Workable 485 mm 490 mm

Max. Spindle Nose Distance
to Base 670 mm 1240 mm

Spindle Taper MT. 3 MT. 3

Spindle Speeds Range 200-2260 rpm 150-2270 rpm

Spindle Speeds 9 12

Work Surface Dimension 280 x 280
 360mm

280 x 280
 360mm

Base Dimension 300 x 300mm 300 x 300 mm

Overall Height 1109mm 1109 mm

Motor 550 W 750 W

Gross Wt / Net Wt 112.5 kg 107.5 kg

Shipment Dimension 110 x 77 x 34 cm 110 x 77 x 34 cm

Specifications

Model No

Stock Code

5120

AC01187

Max. Drilling Cap. 20 mm

Column Dia. 70 mm

Spindle Travel 85 mm

Spindle Axis Distance to Surface 180 mm
Max. Spindle Nose Distance
to Workable B18: 400 mm

Max. Spindle Nose Distance
to Base B18: 560 mm

Spindle Taper MT. 18

Spindle Speeds Range 270-2880 rpm

Spindle Speeds 5 or 12

Work Surface Dimension 240 x 240
 300mm

Base Dimension 220 x 220 mm

Overall Height 956 mm

Motor 550 W

Gross Wt / Net Wt 63.5 kg

Shipment Dimension 92 x 52 x 28 cm

Stock Code AC01198

Features Profile locking system
Bench rotation to ensure bars alignment
High perform cutting capabilities
Trimming capability on the profile length
Suitable also for panel cutting

Specifi cations
Motor
Power
Speed
Blade Size 
Dimension

2HP 1.5Kw
3Phase 415V 50Hz 
3000rpm 
350mm 
680mm(L) x 720mm(W) x 1170mm(H)

Stock Code AC01199

Features Can processing sevseal piece of profile after clamp
Convenient tool adjustment to meet 
different requirement
No need special ordering tool when processing 
various profile
Large tool diameter and high milling speed

Specifications
Motor
Power 
Dimension

1.5HP 1.1Kw
3Phase 415V 50Hz 
620mm(L) x 500mm(W) x 1145mm(H)

Under–Cut Sawing Machine For Aluminium Profile Groove Milling Machine For Aluminium Profile

AC01198 AC01199

Stock Code AC00963 AC00964

Drilling Machine
Model: I-32M

I-32M
AC00965

Specifications
Stock Code AC00965
Model I-32M
Drilling Capacity Dia 32mm
Quill Movement 150mm
Tapping Capacity M22 
(steel, cast iron) 
Morse taper MT 3
Motor power (50 Hz) 1,20 kW
Motor power (60 Hz) 1,50 kW
Spindle speed (50 Hz) 75-160-265-440-535-890-1490-3010
Spindle speed (60 Hz) 90-190-320-640-530-1060-1790-3610
Feed speed 0,10/0,004-0,15/0,006-0.22/0,009-0,30/0,012 
(mm/inch per rev. 
Size of table 500 x 400 mm
Net weight 260 kg

50
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TOOLS

Radial Drilling Machine Z3050  

Specifi cations

QC12Y Hydraulic Pendulum Shearing Machines

The machine employs hydraulically-driven swing beam, the steel plate welded structure and accumulator -based pullback cylinder with steady and reliable operation.• 
Indicator-based adjustment of gap of blade is convenient and fast.• 
The machine is equipped with lighting alignment device, and uses stepless control for the stroke of up tool carrier.• 
The machine uses protection fence for safe operation.• 
Digital display device for size of back gauge and shearing times available.• 

Stock Code Model Shear Size
(T x W) (mm)

Shear 
Angle

Strokes
(min-1)

Backgauge Range
(mm)

Main Motor
(kW)

Weight
(Kg)

Overall Dimension
(L x W x H) (mm)

AC01217 QC12Y – 
16 x 4000 16 x 4000 2°20’ ≥ 5 20–800 18.5 15 300 4745 x 2477 x 2035

AC01218 QC12Y – 
20 x 5000 20 x 5000 2°30’ ≥ 4 20–800 37 30 000 5900 x 3000 x 3300

AC01219 QC12Y – 
25 x 3200 25 x 3200 3° ≥ 4 40–1000 37 26 000 4200 x 2400 x 2500

Ha ck Sawing Machine 

HR 14 AC00980
HR 16 AC00981

RF 712 AC00982
RF 916 AC00983

Electric Bandsaw Machine

AC01216

AC01217

54

Stock Code

Model
AC01216
Z3050 x16

Stock Code Stock Code

53

AC01215

CV61100B

Stock Code

Model No

AC01214

C6266B

AC01213
B6050

Shaping Machine B6050
This machine is designed for the shaping plane and formed surfaces. If used for shaping plane surfaces, T-slots and dovetail slots, etc. On narrow and long workpieces, the machine will obtain much higher prodrctivety. 
With the equipment of a special vice or a diveding head, the machine can be sed for processing the end surfaces and slots with equal distance on cylindrical or rectangular workpieces.

Horizontal Lathes with Big–Bore Spindle C6266B
Specifi cations

OTHER
mm5263htgneL
mm3211htdiW
mm5831thgieH
gk0052thgieW

Specifi cations

Stock Code

Model No

of ram to table

AC01213

AC01214

P

Horizontal Lathes Machine CV61100B
Specifi cation

Stock Code

Model No

AC01215

52
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Radial Drilling Machine Z3050  

Specifi cations

QC12Y Hydraulic Pendulum Shearing Machines

The machine employs hydraulically-driven swing beam, the steel plate welded structure and accumulator -based pullback cylinder with steady and reliable operation.• 
Indicator-based adjustment of gap of blade is convenient and fast.• 
The machine is equipped with lighting alignment device, and uses stepless control for the stroke of up tool carrier.• 
The machine uses protection fence for safe operation.• 
Digital display device for size of back gauge and shearing times available.• 

Stock Code Model Shear Size
(T x W) (mm)

Shear 
Angle

Strokes
(min-1)

Backgauge Range
(mm)

Main Motor
(kW)

Weight
(Kg)

Overall Dimension
(L x W x H) (mm)

AC01217 QC12Y – 
16 x 4000 16 x 4000 2°20’ ≥ 5 20–800 18.5 15 300 4745 x 2477 x 2035

AC01218 QC12Y – 
20 x 5000 20 x 5000 2°30’ ≥ 4 20–800 37 30 000 5900 x 3000 x 3300

AC01219 QC12Y – 
25 x 3200 25 x 3200 3° ≥ 4 40–1000 37 26 000 4200 x 2400 x 2500

Ha ck Sawing Machine 

HR 14 AC00980
HR 16 AC00981

RF 712 AC00982
RF 916 AC00983

Electric Bandsaw Machine

AC01216

AC01217

54

Stock Code

Model
AC01216
Z3050 x16

Stock Code Stock Code

53

AC01215

CV61100B

Stock Code

Model No

AC01214

C6266B

AC01213
B6050

Shaping Machine B6050
This machine is designed for the shaping plane and formed surfaces. If used for shaping plane surfaces, T-slots and dovetail slots, etc. On narrow and long workpieces, the machine will obtain much higher prodrctivety. 
With the equipment of a special vice or a diveding head, the machine can be sed for processing the end surfaces and slots with equal distance on cylindrical or rectangular workpieces.

Horizontal Lathes with Big–Bore Spindle C6266B
Specifi cations

OTHER
mm5263htgneL
mm3211htdiW
mm5831thgieH
gk0052thgieW

Specifi cations

Stock Code

Model No

of ram to table

AC01213

AC01214

P

Horizontal Lathes Machine CV61100B
Specifi cation

Stock Code

Model No

AC01215
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Band Saw (UE-250SSA)

Stock Code  AC01065 AC01064
Model UE-250SSA UE330SSA
Type Simi Auto, Swivel Head, Variable Speed Simi Auto, Swivel Head, Variable Speed
Motor 2 HP 3 HP
Voltage 415V 415V
Blade Speed 25-75 MPM 20-80MPM
Blade Size 27X0.90 X 330mm 34x 1.10 x 4100 mm
Capacity 90°•-250mm, -250 x 385mm,-230 x 400mm 90°•-330mm, -330 x 480mm,

45° •215mm, ӏ x 250mm x 215mm 45° •275mm, ӏ x 330mm x 275mm  
Packing  Measurement 1880 x 780 x 1120mm 2300 x 940 x 1450mm
N.W / G. W 485 kgs / 550 kgs 750 kgs / 860 kgs

Band Saw Machine (UE250A)

Stock Code AC01060 AC01061 AC01062
Model UE-250A UE-250V UE-330SA
Type Manual, 4 Speed Variable Speed Semi Auto, Varaable Speed
Motor 2 HP 2 HP 3 HP
Voltage 415 V 415V 415V
Blade Speed Step Pulley 25/40/51/71 MPM 25-75 MPM 20-80 MPM
Blade Size 27 x 0.90 x 3300 mm 27 x 0.90 x 3300 mm 34 x 1.10 x 4100mm
Capacity 90°•-250mm, -250 x 415mm,-250 x 450mm 90°•-250mm, -250 x 415mm,-250 x 450mm 90°•-330mm, -330x 480mm,-225 x 530mm

45° •190mm, ӏ x 215mm x 190mm 45° •190mm, ӏ x 215mm x 190mm 45° •225mm, ӏ x 280mm x 255mm
Packing    Measurement 1740 x 570x1130mm 1855 x 750 x 1120mm 2300 x 810 x 1380mm
N.W  / G. W 320Kgs / 360Kgs 320Kgs / 360Kgs 600 kgs / 690 kgs AC01060

 AC01065

AC01064 

Stock Code AC01064 
Model UE-100S
Type Magnetic Switch 
Motor 1/2HP
Voltage 230V
Blade Speed 45 MPM 
Blade Size 13 x 0.65 x 1470mm 
Capacity 90°•100mm - 100 x 150mm

45°•85mm ӏ 85 x 100mm 
Packing  Measurement 725 x 380 x 460mm 
N.W / G. W 23kgs / 27kgs  

Band Saw Machine (UE-100S)

Reciprocating Saw
• Lightweight & compact design, but capable as large-size Models for pipe cutting up to 380mm

Pipe Saw 380A
Solve the problem of cutting pipes in a trench light-weight only 17kg
• Electronic Variable Speed Switch (0-350 spm) • Double-Insulated
• Electronic Overload Protection
Specifications

Model
Code No.

Cutting
Capacity Motor Stroke 

Length Strokes Weight &
Dimensions

Standard 
Accessories

Pipe Saw 380A
PS380A

~380mm Single Phase
Universal Motor 1050W
*Voltage made to order

57mm 80–350spm 17kg
L x W x H

625 x 258 x 254mm

Case, Guide Pllate (3pcs)
Saw Blade HSS: 440mm, 490mm,

530mm (1pc each), Tools
*Grit Saw version available

Pipe Saw 380A

Pipe Saw 350/ Pipe Saw 350A
Ideal for replacement of underground gas or mortared cast iron water pipes. The Flexible Shaft system eliminates• 
the problem of sparks residual water.
Assures safe opertation removing in-plant pipes and gas/water pipes. Safe opertation by Air Motor• 

Specifications

ModelStock Code Cutting
Capacity Motor Stroke

Length
Stroke

per minutes Weight Standard
Accessories

Pipe Saw 350AC00993
58040

50~380mm Single Phase
Condenser Motor 750W
*Voltage made to order

57mm 350spm 57kg Steel Case, Guide Plate (3pcs)
Saw Blade HSS: 440mm, 490mm, 530mm (1pc),
Flexible Shaft (3.5m)
Magnet-Attached Wedge (M) (L), Tools
• Grit Saw version available

Pipe Saw 350A
58023

50~380mm Air-Motor 1.1/2HP
*Opertated by Compressor

over 15HP

57mm 400spm 18kg Steel Case, Guide Plate (3pcs)
Saw Blade HSS: 320mm, 380mm, 490mm, 
530mm (1pc each)
Air Maintenance Unit & Hose
Magnet-Attached Wedge (M), Tools
• Grit Saw version available

Pipe Saw 350

AC00994

Pipes Saw 350A

AC00994
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Foot Shear of fer precision 
shearing at its best. Simple to 
operate, ideal for shearing mild 
steel through 16 guage as well 
as plastic, lead, zinc, aluminum, 
brass and copper.

Model No DFO-5216 (AC10011)    

Cutting Length 1320 (52”) 

Capacity Mild Steel          1.6 (16GA)

Back Guage Range           647 (25½”)

Front Gauge Range           711 (28”) 

Weight    539 kg (1188lbs) 

AC10011

Bending Machine
ZB 30/3
For bend pipe hollow section
I beam

AC10015

Box & Pan Brakes (Bench Type)
DFN-U Series

 AC10016

Specifi cationsShaft size
Roll diameter
Motor
Voltage
Work position
Size (mm)
Weight

20mm dia.
76/86
0.18kW
400v/50Hz
Horizontal/Vertical

80 kgs

AC10009

Manual Lever Bar Bender (AET)

Capacity:
Max. Capacity:
Size:
Weight:

3mm — 1 LAT BAR
12mm SQUARE & ROUND BAR

1
19kg

Metal Cutter
FN 250

Aluminium Cutter
CA 330

AC00950

Slip Rolls (Bench Type)

Geared for manual operation.• 
Ridgid cast iron frame.• 
Steel roller of high tensile strength.• 
Upper roller furnished with bending proove.• 
Working of conical shapes possible•

Model Forming 
Width

Stock
Code

Material 
Capacity

Diameter 
of Rolls

Minimum 
Radius

Shipping 
Weight

DFX-610/1.0AC10012

 mm kw giri/min mm 0º 250 70 60 90x50 225 30 kg
 250x32x2 0,5 45 105 45º 250 65 55 70x45 225 20 70

     0º 90 85 120x50 180x50
     45º 60 55 70x30 100x50
 mm kW rpm kg 60º 65 50 60x40
 330x32x3,6 1,5 2800 B5 45º 85 80 95x50 140x50

AC10013

AC10014

609mm 
(24”) 1.0mm (20GA) 50mm (2”) 25mm (1”) 72kgs 

(160lbs)

DFX-914/0.8 914mm 
(36”) 0.8mm (22GA) 50mm (2”) 25mm (1”) 90kgs 

(200lbs)

DFX-1270/1.6 1270mm 
(50”) 1.6mm (16GA) 75mm (3”) 38mm (1.5”) 272kgs 

(600lbs)

AC10012

SBW 4300 band saw

Model SBW-4300 (CE)
Motor 2 HP (1.5KW)
Table Size 17" X 17"

(430 X 430MM)
Wheel Size 17" (430MM)
Cutting Height 12" (300MM)
Max. Cutting 16-1/4"
Width (410MM)
Max. Cutting 14-5/8"
(Rip. Fence) (370MM)
Saw Blade 131-1/2" 
Length (3340MM)
Saw Blade 38" to 1" 
Width (9.5mm to 25.4mm) (Standard 1/2"
Saw Blade (3300/1600sfpm) 
Speed (1000/400m/min)
Table Tilting Left-10°/ Right-45°       20° (CE)
Table Height 37 1/2" (950mm)
from Ground 
Dust Chute Diameter 44" (100mm ) x 2

Specififications

AC01121

Model No Bending Capacity Maximum Maximum Weight
Length Mild Steel Deep Of Box Lift Of Beam

DFN-S4816 1219mm (48”) 1.6mm (16GA) 100mm (4”) 32mm (11/4”) 204kgs (450lbs)

3 3 0
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thgieW noitpircseD ledoMStock 
Code gK .oN

AH93287 535 1/2 - 2” 11 V, NPT 117.9

AH96507 535 1/2 - 2” 230V, NPT 116.6

AH96512 535 1/2 - 2” 230V, BSPT

Power Threading Machine / Model 535
Capacity 
Pipe: 1/8” - 2” (3mm - 50mm), 21/2” - 4” (62mm - 100mm).
4” - 6” (100mm - 150mm) with 141 and 161
Rod: 1/4” - 2” (6mm - 50mm)

Technical Specifi cations
Motor: 1/2 HP, Single-phase, 230V or 115V, 50-60Hz, Reversible Universal motor. 
Switches: FOR/OFF/REV Integral safety foot switch.
Chuck: RIDGID speed chuck with replaceable rocker-action jaw inserts.
Rear Centering Device: Cam action, turns with chuck.
Spindle Speed: 36RPM standard (no load).

Standard E quipment
Die Head: Model 811-A or 815-A
Dies: 1/2“ - 3/4“ BSPT/NPT, 1”- 2” BSPT/NPT
Cutter: Model 820
Reamer: Model 341
Oil: 5 Litres Thread Cutting Fluid.

Power Threading / Model 1224
Capacity 
Pipe: 1/4” - 4”, 4” - 6” with 161 Geared Threader
Bolt: 1/4” - 2” (6mm - 50mm) up to 30 Rockwell C

Technical Specifi cations
Motor: 11/2 HP, Single-phase, 50Hz, induction type.
Motor Control: Reverse/Off/Forward, heavy-duty, rotary-type and integral foot switch. 
Spindle Speed: 36/12RPM
Gear Box: Two-speed gear box 3:1ratio.
Chuck: Hammer-type with replaceable rocker-action jaw inserts.
Rear Centering Device: Cam action.
Cutter: Model 764 full-fl oating, self-centering 1/4” - 4” with F-229 cutter wheel. 
Reamer: Model 744, 1/4”-4” blade-type.
Oiling: Through-die head.
Pump: Self-priming, geroter-type, automatic-reversing, constant-fl ow.

Standard E quipment
Die Head: 1 Model 911(711) 1/4“-2”; 1 Model 914(714) 21/4“-4”
Dies: 1 set each 1/2“ - 3/4“, 1”- 2” and 21/2”- 4” HS dies.
Tools and Equipment: 4 Hex keys, heavy-duty F-299 cutter wheel, 
3/4“ combination wrench, tool box.
Oil: 5 Litres Thread Cutting Fluid.

thgieW noitpircseD ledoM Old Cat.
gK .oN  .oN

AH26097 1224 1/2 - 4 NPT 240V 60Hz 231.00

AH26127 1224 1/2 - 4 BSPT 110V 60Hz 231.00

AH31442 1224 1/2 - 4, NPT 220V 50Hz 231.00

AH29863   1224 1/2 - 4, NPT 220V 50Hz 231.00

AH93287

AH26097

Model 300 Compact Threading Machine
The 300 Compact featuring 1/8”-2 capacity is an improved version of the world’s top selling threading machine - the enormously popular RIDGID 300-A. 
The 300 Compact utilizes the same key drive components and produces even higher quality threading and performance levels. 
The new 300 Compact features a quieter operation, lightweight and compact design, plus an integral oil and chip pan.

Capacity
Pipe: 1/8”-2” (3mm-50mm)
Bolt: 1/4”-2” (6mm-50mm)

Technical Specifi cations
Motor: 1/2HP, 750 watt no-load universal 25-60 Hz (either 230V or 115V models available)
Motor Control: Push-button On/Off switch
Spindle Speed: 38 RPM
Chuck: Hammer-type with replaceable, rocker-action jaw inserts.
Rear Centering Device: Cam Action.
Oiling System: Through-the-head, with an integral oil reservoir. Self-priming, constant-fl ow, geroter pump.

Standard E quipment
Die Head: 1 Model 811A, 1/8“ - 2”, Quick Opening.
Reamer: 1 Model 344, 1/8“ - 2”.
Cutter: 1 Model 360, 1/8“ - 2” full fl oating, self-centering with E-1032 Cutter Wheel.
Dies: 1 set 1/2“ - 3/4“ & 1 set 1” - 2”.
Oil: 5 Litres Thread Cutting Fluid.

AH54412

Stock
Code 

Model Description Weight 
gk .bI .oN 

Machines
AH54412 300 Compact  1/2” - 2” BSPT, 230V, 25-60 Hz 115 52,0
AH54482 300 Compact  1/2” - 2” NPT, 230V, 25-60 Hz 115 52,0

31442

26107

5

Stock 
Code

57

Specification
Tilting saw unit on the vertical axis up to 45° on the left hand side 
Induction moter with brake system  
Every angle locking knob 
Middle vertical handle
Rettified working tables
Possibility of clamps on both sides  
Technical Data:
- Power consumption: 1200 Watt 
- Die-cast aluminun
- Max Cut: 145mm x=-Y= 45 (Width x Length)  
- Max Cutting Angle 90mm x =-Y=45(45°x 45°  
- Max Cutting Oblique: X=145mm-Y=40(45°)  
- Max Block Size: 580x580x500 mm 
- Blade: 250mm -30mm Z40
- Number Revolutions per Minute: 2800 
- Work plan sizes: 430x300x38mm 
- Cod. 250 JET-01- EAN 8032770664733 
- Weight 20 Kg

Specification
Noiseless induction motor with brake system  
Safety motor cover
Tilting saw unit on the vertical axis up to 45° on the left hand side 
Possibility of clamps on both know  
Every angle locking knob 
Bronze insert in the angle locking group 
Exclusive double sliding square  
Technical Data:
-Power consumption: 1400 Watt
-Max Cut: 140mm X=-Y=70 (Width x Length)
-Max Cutting Angle: 95mm x X= -Y=70 (45° x 45°)
-Max Cutting Oblique: X =140 mm -Y =45(45°)
-Max Vertical Cut Straight: mm x =12 -Y = 95
-Max Block Size: 580 x 580 x500 mm 
-Blade: 300 mm -30 mm Z 72
-Number Revolutions for Minute: 2980
-Work plan sizes: 400 x285x50 mm 
-Cod.300 JE m WZ72-EAN 8032770660070
-Weight 19 kg

AC00809 AC00810

Mitter Saw for Aluminium & Wood Cutting

Radial Arm Saw
JUNIOR  640

Radial Arm Saw
BEST 960

Professional Portable Saw 250 JET Professional Portable Saw 300 JE  

Stock Code AC01694 AC01695 AC01696 AC01697

Model PROFESSIONAL 400 JUNIOR 640 BIG 800 BEST 960

Three phase Motor Power 2HP 1.5kW 4 HP 3 kW 4 HP 3kW 4HP 3kW

Angle phase Motor Power 1.5 HP 0.9kW 3 HP 2.2kW 3HP 2.2kW 3HP 2.2kW

Motor Speed 2800 r.p.m 2800 r.p m 2800 r.p m 2800 r.p m

Blade Diameter Ø300 mm Ø350mm Ø350mm Ø350mm / 400mm

Blade Bore Diameter Ø20mm Ø30mm Ø30mm Ø30mm

Shaft dimension Ø 16 x 80mm Ø 25 x 80mm Ø 25 x 80mm Ø25 x 80mm

Dust chute diameter on blade guard Ø 60mm Ø 60mm Ø 60mm Ø 60mm

Rear dustchute diameter Ø100mm Ø100mm Ø100mm Ø100mm

Table dimeter 560x800mm 975x 1580mm 1145x1860mm 1200x2000mm

Max cut width Ø350 15x 380mm (Ø300) 20x550mm 20x 710mm 20 x 870mm

Width of cut h max Ø400 - - - 20 x 865mm

Maximum cut depth Ø350 75 x 320mm (Ø300) 100x 480mm  100x 640mm 100x800mm

Max. height of cut  Ø400 - - - 125 x 770mm

Max. cut dept Ø350 75mm (Ø300) 100mm 100mm 100mm

Max. cut dept Ø400 - - - 125mm

Max.  height of blade from table Ø350 60mm (Ø300) 70mm 70mm 110mm

Max.  height of blade from table Ø400 - - - 85mm

Max. cutting height at 45°Ø350max 45mm (300) 60mm 60mm 60mm

Max. cutting height at 45°Ø400 max - - - 80mm

Max, cutting height arm 45° on leftt side 15 x260>75 x 225mm 20x 380>100x450mm 20x500.100x450mm 20x 615> 100 x565mm

Max, cutting height arm 45° on right side 15 x 70>75x35mm 20x 190.100x140mm 20x310>100x260mm 20x 425> 100x375mm

Gross Weight 80 kg 180 198kg 269 kg

AC01695 AC01697
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Code gK .oN

AH93287 535 1/2 - 2” 11 V, NPT 117.9

AH96507 535 1/2 - 2” 230V, NPT 116.6

AH96512 535 1/2 - 2” 230V, BSPT

Power Threading Machine / Model 535
Capacity 
Pipe: 1/8” - 2” (3mm - 50mm), 21/2” - 4” (62mm - 100mm).
4” - 6” (100mm - 150mm) with 141 and 161
Rod: 1/4” - 2” (6mm - 50mm)

Technical Specifi cations
Motor: 1/2 HP, Single-phase, 230V or 115V, 50-60Hz, Reversible Universal motor. 
Switches: FOR/OFF/REV Integral safety foot switch.
Chuck: RIDGID speed chuck with replaceable rocker-action jaw inserts.
Rear Centering Device: Cam action, turns with chuck.
Spindle Speed: 36RPM standard (no load).

Standard E quipment
Die Head: Model 811-A or 815-A
Dies: 1/2“ - 3/4“ BSPT/NPT, 1”- 2” BSPT/NPT
Cutter: Model 820
Reamer: Model 341
Oil: 5 Litres Thread Cutting Fluid.

Power Threading / Model 1224
Capacity 
Pipe: 1/4” - 4”, 4” - 6” with 161 Geared Threader
Bolt: 1/4” - 2” (6mm - 50mm) up to 30 Rockwell C

Technical Specifi cations
Motor: 11/2 HP, Single-phase, 50Hz, induction type.
Motor Control: Reverse/Off/Forward, heavy-duty, rotary-type and integral foot switch. 
Spindle Speed: 36/12RPM
Gear Box: Two-speed gear box 3:1ratio.
Chuck: Hammer-type with replaceable rocker-action jaw inserts.
Rear Centering Device: Cam action.
Cutter: Model 764 full-fl oating, self-centering 1/4” - 4” with F-229 cutter wheel. 
Reamer: Model 744, 1/4”-4” blade-type.
Oiling: Through-die head.
Pump: Self-priming, geroter-type, automatic-reversing, constant-fl ow.

Standard E quipment
Die Head: 1 Model 911(711) 1/4“-2”; 1 Model 914(714) 21/4“-4”
Dies: 1 set each 1/2“ - 3/4“, 1”- 2” and 21/2”- 4” HS dies.
Tools and Equipment: 4 Hex keys, heavy-duty F-299 cutter wheel, 
3/4“ combination wrench, tool box.
Oil: 5 Litres Thread Cutting Fluid.

thgieW noitpircseD ledoM Old Cat.
gK .oN  .oN

AH26097 1224 1/2 - 4 NPT 240V 60Hz 231.00

AH26127 1224 1/2 - 4 BSPT 110V 60Hz 231.00

AH31442 1224 1/2 - 4, NPT 220V 50Hz 231.00

AH29863   1224 1/2 - 4, NPT 220V 50Hz 231.00

AH93287

AH26097

Model 300 Compact Threading Machine
The 300 Compact featuring 1/8”-2 capacity is an improved version of the world’s top selling threading machine - the enormously popular RIDGID 300-A. 
The 300 Compact utilizes the same key drive components and produces even higher quality threading and performance levels. 
The new 300 Compact features a quieter operation, lightweight and compact design, plus an integral oil and chip pan.

Capacity
Pipe: 1/8”-2” (3mm-50mm)
Bolt: 1/4”-2” (6mm-50mm)

Technical Specifi cations
Motor: 1/2HP, 750 watt no-load universal 25-60 Hz (either 230V or 115V models available)
Motor Control: Push-button On/Off switch
Spindle Speed: 38 RPM
Chuck: Hammer-type with replaceable, rocker-action jaw inserts.
Rear Centering Device: Cam Action.
Oiling System: Through-the-head, with an integral oil reservoir. Self-priming, constant-fl ow, geroter pump.

Standard E quipment
Die Head: 1 Model 811A, 1/8“ - 2”, Quick Opening.
Reamer: 1 Model 344, 1/8“ - 2”.
Cutter: 1 Model 360, 1/8“ - 2” full fl oating, self-centering with E-1032 Cutter Wheel.
Dies: 1 set 1/2“ - 3/4“ & 1 set 1” - 2”.
Oil: 5 Litres Thread Cutting Fluid.

AH54412

Stock
Code 

Model Description Weight 
gk .bI .oN 

Machines
AH54412 300 Compact  1/2” - 2” BSPT, 230V, 25-60 Hz 115 52,0
AH54482 300 Compact  1/2” - 2” NPT, 230V, 25-60 Hz 115 52,0

31442

26107

5

Stock 
Code
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Power Threading / Receding Threaders

141 threaders 21/2”, 3”, 31/2”, 4” pipe • 
with one set of dies.
161 threaders 4”, 41/2”, 5”, 6” pipe • 
with one set of dies.
Jaw clutch prevents jamming•
Simple adjustment for tapered or • 
straight threads
Cam-type workholder sets instantly• 
Fully enclosed gearing• 
Right-hand only• 

AH65380

Exposed Ratchet Threaders

Die heads lock into ratchet assembly and are removed by pulling out the ratchet 
knob. Ratchet handle included.

AH36505

Power Threading / Model 700

Heavy-duty hand-held power drive• 
Features reversible Universal motor• 
Capacity • 1/8“ - 2” (6mm -50mm) pipe

Designed for RIDGID No. 12-R die heads.
Other RIDGID die heads (OO-R, OORB, 11-R) using adapters, threading 21/2” 
through 6” (62mm - 150mm) with 141/161 geared threaders.

Technical Specifi cations
Motor: Universal 1/2 HP, 230V or 115V, 25-60Hz.
Switch: Heavy-duty trigger “on/off” with separate top mounted slide 
switch for forward/reverse selection.
Gear Head: All-spur gear reduction. Spring loaded adapter pawl. Hard-
ened steel spindle gear.
Body: Cast aluminum
Support Arm: No 775

AH41940

Model Capacity Stock Code Weight

No. in. mm NPT BSPT NPSM BSPP kg

OO-R 1/2-1 12-25 AH36345 65175 36380 - 4.5
OO-R 3/8-1 10-25 AH36355 - - - 5.1

OO-R 1/8-1 3-25 AH36375 65205 - - 6.2
12-R 1/2-11/4 12-32 AH36480 - - - 10.8
12-R 1/2-2 12-50 AH36475 65255 36510 - 15.8
12-R 1/8-2 3-50 AH36505 65285 - - 20.7

lamroN .paC
thgieW eziS epiP noitpircseD ledoM

gK mm ni .oN

 AH65380 141 BSPT with 1 set High-Speed Dies 21/2-4 62-100 42.3
 AH36620 141 NPT with 1 set High-Speed Dies 21/2-4 62-100 42.3
 AH65385 161 BSPT with 1 set High-Speed Dies 4-6 100-150 71.8
 AH36630 161 NPT with 1 set High-Speed Dies 4-6 100-150 71.8
 AH39380 D-1440 Ratchet and Handle - - 4.3
 AH96725 - Metal Carrying Case for 141 - - 7.7

Geared Threader

Pipe Die High Speed Steel
Alloy Steel BSPT & NPT

AH47735

Stock 
Code 

Size
No.

AH47735 1/8“ NPT-Alloy
AH47740 1/4“ - 3/4“ NPT-Alloy
AH47745 1/2“ - 3/4“ NPT-Alloy
AH47750 1” - 2” NPT-Alloy
AH47775 1/8“ HSS
AH47780 1/4“ - 3/4“ NPT-HSS
AH47785 1/2“ - 3/4“ NPT-HSS
AH47790 1” - 2” NPT-HSS
AH66655 1/8“ BSPT-Alloy
AH66660 1/4“ - 3/8“ BSPT Alloy
AH66665 1/2“ - 3/4“ BSPT Alloy
AH66670 1” - 2” BSPT Alloy
AH66770 1/8“ BSPT-HSS
AH66775 1/4“ - 3/8“ BSPT-HSS
AH66780 1/2“ - 3/4“ BSPT-HSS
AH47785 1/2“ - 3/4” BSPT-HSS
AH33642 21/2“ - 4” BSPT-HSS
AH26192 21/2“ - 4” NPT-HSS

Stock 
Code

Model
No.

Description
Pipe Threading Capacity Rod Threading Capacity

Max. Geared 
Threader Cap.

Weight

in. mm in mm in mm kg

AH41935
AH41940

700
700

115V 25–60Hz
230V 25–60Hz

1/8–2
1/8–2

3–50
3–50

1/4–1
1/4–1

6–25
6–25

6
6

150
150

14
14

OO-R 1/2 1/4- AH36365  - - -- -

Stock 
Code 
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Power Threading Machine / Model 1233
The Model 1233 1/8” - 3” machine weighs only 56 kilograms - the lightest 3” threading machine in the world. A new designed receding 
die head with specially ground die produces clean,smooth, and accurate threads. The new die head features quick and simple adjustments 
for the thread length and depth. A powerful 1HP motor allows the 1233 to operate efficiently, even in low voltage environments.

Capacity  
Pipe: 1/8” - 3” (6mm - 75mm)
Bolt: 3/8” - 2” (10mm - 50mm)

Technical Specifi cations
Motor: 1HP, Universal 50-60Hz
Motor Control: Reverse/Off/Forward, heavy duty, rotary type plus integral footswitch.
Spindle Speed: 36RPM
Chuck: Hammer-type with replaceable, rocker-action jaw inserts.
Rear Centuring Device: Cam action.
Oiling System: Adjustable flow; through-the head, with an integral oil reservoir, self-priming, constant-flow, geroter pump.

Standard E quipment
Die Head: Model 815A, 1/8“ - 2”, Self Opening. Model 928, 21/2“ - 3”, Self Opening Receding.
Reamer: Model 743, 1/4“ - 3”, 5-Fluted.
Cutter: 1 Model 763, 1/4“ - 3”, self-centering with E-1032 Cutter Wheel.
Dies: 1 set 1/2“ - 3/4“ / 1 set 1” - 2” / 21/2“ - 3“ High Speed.
Oil: 5 Litres Thread Cutting Fluid.

AH20210

Power Threading / Model 300A
Capacity 
Pipe: 1/8” - 2”, 21/2” - 4” (62mm - 100mm). 4” - 6” with 141 and 161 geared threaders.
Rod: 1/4” - 2” (6mm - 52mm)

Technical Specifi cations
Stand: Model 1206
Motor: Universal, 1/2 HP Reversible  motor, Single-phase, 230V or 115V, 25-60Hz.
Switches: Recessed FOR/OFF/REV Integral safety foot switch.
Chuck: RIDGID speed chuck.
Rear Centering Device: Cam operated.
Spindle Speed: 38RPM (motor for 57, 77 or 108 RPM available).

Standard E quipment
Die Head: Model 811-A
Die: 1/2“ - 3/4“ BSPT/NPT, 1”- 2” BSPT/NPT
Cutter: Model 360
Reamer: Model 341
Carriage: Model 311 with 312 Lever
Oiler: Model 418 (300C), Model 330 (300A)
Oil: 5 Litres Thread Cutting Fluid, 32 Transporter.

AH41860

Hydraulic Roll Groover / Model 918
The RIDGID No. 918 Hydraulic Roll Groover features a powerful 15 ton hydraulic ram in a compact, easy to transport unit. With one man 
set-up and operation, the 918 is the ideal groover for job-site requirements. Designed to provide maximum versatility, the 918 is capable 
of grooving up to 12” Schedule 10 thin wall and 8 Schedule 40 standard wall pipes. Groove and drive roll change-out is 
accomplished in seconds. A unique spindle lock feature assists roll change-out using tools.

Capacity 
1” - 8” Schedule 40 steel
1” -12” Schedule 10 Steel

Standard E quipment
Roll set for 2” - 6” Schedule 10/40.
Roll set for 8” - 12” Schedule 10 and 8” Schedule 40.
Tool Box, Hex Key, Box Wrench.

Ada pts to 
RIDGID 300, 300 Compact, 535, 1822, 1233 and 1224 Threading Machines.

O ptional drive and groove roll s ets available for 
1” Schedule 10/40
11/4” - 11/2” Schedule 10/40
2” - 6” Copper
2” - 6” Schedule 80 PVC

Model Description Weight
gK .oN

AH41860 300 only 230V, 25-60Hz 43

AH97420 300A Complete 230V, BSPT 91.6
AH97415 300A Complete 230V, NPT 91.6

thgieW noitpircseD ledoM
gK .oN

AH48297 918-1 918 Roll Groover w/300 Power drive Mount Kit 47.2
AH48377 918-2 918 Roll Groover w/1822 Carriage Mount Kit 60.9
AH48382 918-4 918 Roll Groover w/1224 Carriage Mount Kit 59.5

AH48387 918-5 918 Roll Groover w/535 Carriage Mount Kit 53.1
0.43 ylno revoorG lloR 819 819 22274HA

AH48297

Stock 
Code

Model
No. 

Description
kg.lbs.

1/2” - 3” BSPT, 230V, 50-60Hz
1/2” - 3” NPT, 230V, 50-60Hz

    123       56

    120       54

3321    01202HA 

AH54577    1233

Weight

Stock 
Code

Stock 
Code
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Power Threading / Receding Threaders

141 threaders 21/2”, 3”, 31/2”, 4” pipe • 
with one set of dies.
161 threaders 4”, 41/2”, 5”, 6” pipe • 
with one set of dies.
Jaw clutch prevents jamming•
Simple adjustment for tapered or • 
straight threads
Cam-type workholder sets instantly• 
Fully enclosed gearing• 
Right-hand only• 

AH65380

Exposed Ratchet Threaders

Die heads lock into ratchet assembly and are removed by pulling out the ratchet 
knob. Ratchet handle included.

AH36505

Power Threading / Model 700

Heavy-duty hand-held power drive• 
Features reversible Universal motor• 
Capacity • 1/8“ - 2” (6mm -50mm) pipe

Designed for RIDGID No. 12-R die heads.
Other RIDGID die heads (OO-R, OORB, 11-R) using adapters, threading 21/2” 
through 6” (62mm - 150mm) with 141/161 geared threaders.

Technical Specifi cations
Motor: Universal 1/2 HP, 230V or 115V, 25-60Hz.
Switch: Heavy-duty trigger “on/off” with separate top mounted slide 
switch for forward/reverse selection.
Gear Head: All-spur gear reduction. Spring loaded adapter pawl. Hard-
ened steel spindle gear.
Body: Cast aluminum
Support Arm: No 775

AH41940

Model Capacity Stock Code Weight

No. in. mm NPT BSPT NPSM BSPP kg

OO-R 1/2-1 12-25 AH36345 65175 36380 - 4.5
OO-R 3/8-1 10-25 AH36355 - - - 5.1

OO-R 1/8-1 3-25 AH36375 65205 - - 6.2
12-R 1/2-11/4 12-32 AH36480 - - - 10.8
12-R 1/2-2 12-50 AH36475 65255 36510 - 15.8
12-R 1/8-2 3-50 AH36505 65285 - - 20.7

lamroN .paC
thgieW eziS epiP noitpircseD ledoM

gK mm ni .oN

 AH65380 141 BSPT with 1 set High-Speed Dies 21/2-4 62-100 42.3
 AH36620 141 NPT with 1 set High-Speed Dies 21/2-4 62-100 42.3
 AH65385 161 BSPT with 1 set High-Speed Dies 4-6 100-150 71.8
 AH36630 161 NPT with 1 set High-Speed Dies 4-6 100-150 71.8
 AH39380 D-1440 Ratchet and Handle - - 4.3
 AH96725 - Metal Carrying Case for 141 - - 7.7

Geared Threader

Pipe Die High Speed Steel
Alloy Steel BSPT & NPT

AH47735

Stock 
Code 

Size
No.

AH47735 1/8“ NPT-Alloy
AH47740 1/4“ - 3/4“ NPT-Alloy
AH47745 1/2“ - 3/4“ NPT-Alloy
AH47750 1” - 2” NPT-Alloy
AH47775 1/8“ HSS
AH47780 1/4“ - 3/4“ NPT-HSS
AH47785 1/2“ - 3/4“ NPT-HSS
AH47790 1” - 2” NPT-HSS
AH66655 1/8“ BSPT-Alloy
AH66660 1/4“ - 3/8“ BSPT Alloy
AH66665 1/2“ - 3/4“ BSPT Alloy
AH66670 1” - 2” BSPT Alloy
AH66770 1/8“ BSPT-HSS
AH66775 1/4“ - 3/8“ BSPT-HSS
AH66780 1/2“ - 3/4“ BSPT-HSS
AH47785 1/2“ - 3/4” BSPT-HSS
AH33642 21/2“ - 4” BSPT-HSS
AH26192 21/2“ - 4” NPT-HSS

Stock 
Code

Model
No.

Description
Pipe Threading Capacity Rod Threading Capacity

Max. Geared 
Threader Cap.

Weight

in. mm in mm in mm kg

AH41935
AH41940

700
700

115V 25–60Hz
230V 25–60Hz

1/8–2
1/8–2

3–50
3–50

1/4–1
1/4–1

6–25
6–25

6
6

150
150

14
14

OO-R 1/2 1/4- AH36365  - - -- -

Stock 
Code 
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Power Threading Machine / Model 1233
The Model 1233 1/8” - 3” machine weighs only 56 kilograms - the lightest 3” threading machine in the world. A new designed receding 
die head with specially ground die produces clean,smooth, and accurate threads. The new die head features quick and simple adjustments 
for the thread length and depth. A powerful 1HP motor allows the 1233 to operate efficiently, even in low voltage environments.

Capacity  
Pipe: 1/8” - 3” (6mm - 75mm)
Bolt: 3/8” - 2” (10mm - 50mm)

Technical Specifi cations
Motor: 1HP, Universal 50-60Hz
Motor Control: Reverse/Off/Forward, heavy duty, rotary type plus integral footswitch.
Spindle Speed: 36RPM
Chuck: Hammer-type with replaceable, rocker-action jaw inserts.
Rear Centuring Device: Cam action.
Oiling System: Adjustable flow; through-the head, with an integral oil reservoir, self-priming, constant-flow, geroter pump.

Standard E quipment
Die Head: Model 815A, 1/8“ - 2”, Self Opening. Model 928, 21/2“ - 3”, Self Opening Receding.
Reamer: Model 743, 1/4“ - 3”, 5-Fluted.
Cutter: 1 Model 763, 1/4“ - 3”, self-centering with E-1032 Cutter Wheel.
Dies: 1 set 1/2“ - 3/4“ / 1 set 1” - 2” / 21/2“ - 3“ High Speed.
Oil: 5 Litres Thread Cutting Fluid.

AH20210

Power Threading / Model 300A
Capacity 
Pipe: 1/8” - 2”, 21/2” - 4” (62mm - 100mm). 4” - 6” with 141 and 161 geared threaders.
Rod: 1/4” - 2” (6mm - 52mm)

Technical Specifi cations
Stand: Model 1206
Motor: Universal, 1/2 HP Reversible  motor, Single-phase, 230V or 115V, 25-60Hz.
Switches: Recessed FOR/OFF/REV Integral safety foot switch.
Chuck: RIDGID speed chuck.
Rear Centering Device: Cam operated.
Spindle Speed: 38RPM (motor for 57, 77 or 108 RPM available).

Standard E quipment
Die Head: Model 811-A
Die: 1/2“ - 3/4“ BSPT/NPT, 1”- 2” BSPT/NPT
Cutter: Model 360
Reamer: Model 341
Carriage: Model 311 with 312 Lever
Oiler: Model 418 (300C), Model 330 (300A)
Oil: 5 Litres Thread Cutting Fluid, 32 Transporter.

AH41860

Hydraulic Roll Groover / Model 918
The RIDGID No. 918 Hydraulic Roll Groover features a powerful 15 ton hydraulic ram in a compact, easy to transport unit. With one man 
set-up and operation, the 918 is the ideal groover for job-site requirements. Designed to provide maximum versatility, the 918 is capable 
of grooving up to 12” Schedule 10 thin wall and 8 Schedule 40 standard wall pipes. Groove and drive roll change-out is 
accomplished in seconds. A unique spindle lock feature assists roll change-out using tools.

Capacity 
1” - 8” Schedule 40 steel
1” -12” Schedule 10 Steel

Standard E quipment
Roll set for 2” - 6” Schedule 10/40.
Roll set for 8” - 12” Schedule 10 and 8” Schedule 40.
Tool Box, Hex Key, Box Wrench.

Ada pts to 
RIDGID 300, 300 Compact, 535, 1822, 1233 and 1224 Threading Machines.

O ptional drive and groove roll s ets available for 
1” Schedule 10/40
11/4” - 11/2” Schedule 10/40
2” - 6” Copper
2” - 6” Schedule 80 PVC

Model Description Weight
gK .oN

AH41860 300 only 230V, 25-60Hz 43

AH97420 300A Complete 230V, BSPT 91.6
AH97415 300A Complete 230V, NPT 91.6

thgieW noitpircseD ledoM
gK .oN

AH48297 918-1 918 Roll Groover w/300 Power drive Mount Kit 47.2
AH48377 918-2 918 Roll Groover w/1822 Carriage Mount Kit 60.9
AH48382 918-4 918 Roll Groover w/1224 Carriage Mount Kit 59.5

AH48387 918-5 918 Roll Groover w/535 Carriage Mount Kit 53.1
0.43 ylno revoorG lloR 819 819 22274HA

AH48297

Stock 
Code

Model
No. 

Description
kg.lbs.

1/2” - 3” BSPT, 230V, 50-60Hz
1/2” - 3” NPT, 230V, 50-60Hz

    123       56

    120       54

3321    01202HA 

AH54577    1233

Weight

Stock 
Code

Stock 
Code
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Q.O. = Quick-Opening - Manually fl ip throwout lever to retract dies when thread length is cut.
S.O. = Self-Opening - Trigger foot automatically retracts dies when thread length is cut.
No. 811A Die Head replaces the No. 811 and No. 841 Die Heads.
No. 815A Die Head replaces the No. 815 and No. 845 Die Heads.
No. 500A Die Heads replaces the No. 500 Mono Die Heads.
No. 555 Die Head replaces No. 515.
Note: British Die Heads use British Dies only
Note: 531 and 532 Die Heads replace 500B Die Head.

Individual Machine Die Heads do not include dies.

No. 815A
Self-Opening
Die Head

No. 555
Die Head

No. 811A
Universal
Die Head

No. 531 and 532
Bolt Die Heads

Die Heads For All 2” Threading Machines

Stock
Code

Model Description How Thread Oil Thru Dies Pipe Bolt Replaces Weight
No. Opened Direction Head Used Cap. Cap. Kg

)seiD sseL( sdaeH eiD TPSB enihcaM 

AH97070 811A Brit. Universal Q.O. RH Yes Univ. 1/8 - 8 1/4 - 2 811/841 5,7 
AH97080 815A Brit. Universal S.O. RH Yes Univ. 1/8 - 8 1/4 - 2 815/845 5,9 
AH23297 856 Brit. Universal Q.O. LH Yes Univ. 1/8 - 8 – 842 5,7

)seiD sseL( sdaeH eiD tloB enihcaM 

AH97045 531 Bolt Q.O. RH/LH Yes 500B – 1/4 - 1 500B 3,4 
AH97050 532 Bolt Q.O. RH/LH Yes 500B – 11/4 - 2 500B 4,1 

)seiD sseL( sdaeH eiD TPN enihcaM 
AH97065 811A Universal Q.O. RH Yes Univ. 1/8 - 2 1/4 - 2 811/841 5,7 
AH97075 815A Universal S.O. RH Yes Univ. 1/8 - 2 1/4 - 2 815/845 5,9 
AH23282 842 Universal Q.O. LH Yes Univ. 1/8 - 2 – 842 5,7
AH10491 555 555 Q.O. RH Yes Dual / Bolt 1/8 - 

3/4  – 515 3,8 
Machine Mono Die Heads

AH42047 500A Mono Q.O. RH Yes Mono 1/8 – * 3,1 
AH42052 500A Mono Q.O. RH Yes Mono 1/4 – * 3,2 
AH42057 500A Mono Q.O. RH Yes Mono 3/8 – * 3,2
AH42062 500A Mono Q.O. RH Yes Mono 1/2  – * 3,3
AH42067 500A Mono Q.O. RH Yes Mono 3/4 – * 3,3 
AH42072 500A Mono Q.O. RH Yes Mono 1 – * 3,6 
AH42077 500A Mono Q.O. RH Yes Mono 11/4 – * 3,6
AH42082 500A Mono Q.O. RH Yes Mono 11/2 – * 3,9
AH42087 500A Mono Q.O. RH Yes Mono 2 – * 3,9

60

60

Allinton Catalogue 2017 15.08.2017.indd   60 15/8/17   4:29 pm



ALLINTON ENGINEERING & TRADING PTE LTD
331 Jalan Besar Singapore 208983
T65 6296 0679  W allinton.com.sg  E sales@allinton.com.sg

Air ToolsPower Tools
P

o
w

er To
o

ls

Bolt Dies for Universal Die Heads
(Nos. 504A, 711, 811A, 815A, 842, 856, 911 and 913 Die Heads)

)FNU()CNU()WSB(

Rod Size – TPI Stock Code Rod Size – TPI Stock Code Rod Size – TPI Stock Code

1/4” - 20
5/16” - 18
3/8” - 16
1/2” - 12

*AH67880
*AH67885
*AH67890
*AH67900

1/4” - 20
5/16” - 18
3/8” - 16
7/16” - 14
1/2” - 13

AH48215
AH48220
AH48225
AH48230
AH48235

1/4” - 28
3/8” - 24

7/16” - 20
1/2” - 20

AH48295
AH48305
AH48310
AH48315

9/16” - 12
5/8” - 11
3/4” - 10
7/8” - 9
1” - 8

*AH67905
*AH67910
*AH67915
*AH67920
*AH67925

9/16” - 12
5/8” - 11
3/4” - 10
7/8” - 9
1” - 8

11/8” - 7

AH48240
AH48245
AH48250
AH48255
AH48260
AH48265

9/16” - 18
5/8” - 18
3/4” - 16
7/8” - 14

1” - 14NS
1” - 12

AH48320
AH48325
AH48330
AH48335
AH48340
AH48375

11/4” - 7
11/2” - 6
2” - 41/2

*AH67935
*AH67945
*AH67955

11/4” - 7
13/8” - 6
11/2” - 6
13/4” - 5
2” - 41/2

AH48270
AH48275
AH48280
AH48285
AH48290

11/8” - 12
11/4” - 12
13/8” - 12
11/2” - 12

AH48345
AH48350
AH48355
AH48360

*Requires British Model Die Head

Bolt Dies for 500B and 531, 532, 541 and 542 Die Heads

(BSW)

Rod Size – TPI Stock Code

3/8” - 16
7/16” - 14
1/2” - 12

AH67615
AH67620
AH67625

5/8” - 11
3/4” - 10
7/8” - 9
1” - 8

11/8” - 7

AH67635
AH67640
AH67645
AH67650
AH67655

11/4” - 7
13/8” - 6
15/8” - 5

17/8” - 41/2

AH67660
AH67665
AH67675
AH67685

 (8 UN)

Rod Size – TPI Stock Code

11/8” - 8
11/4” - 8
13/8” - 8
11/2” - 8
13/4” - 8

AH49215
AH49220
AH49225
AH49230
AH49240

17/8”
2” - 8

AH49245
AH49250

 For use with 531, 541 and 500B 1/4” Die Heads

 For use with 532, 542, 500B 11/8” - 2” Die Heads
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Trading Pte Ltd

Model 258 / 258XL 8’-12” Power Pipe Cutter

The new RIDGID 258XL increases pipe cutting capacity from 8” to 12”. Utilizing the same displacement type cutter wheel technology, the patented design noe enables larger 
diameter pipe to be cut to length. The 258XL also incoporates the RIDGID 700 Power Drive to rotate the general purpose cutter wheel. Now one person can easily cut 12” 
schedule 40 pipe in minutes.
New accessories expand 258 and 258XL applications. A thin wall pipe wheel has been developed to cut schedule 10 pipe, even stainless steel. The thinner profile wheel 
along with limited wheel pressure ensures a clean cut without deforming the outside diameter. With the addition of a transport cart that quickly attaches to either the 258 or 
258XL, on-site mobility is improved.

AH57597

Model HC-450 Hole Cutting Tool

The RIDGID HC-450 is designed to quickly and easily cut to 43/4” diameter holes 
in steel piping. This allows for use of Mechanical T®’s, Vic-Let™, and welded sad-
dles. The RIDGID HC-450 mounts on pipe up to 8” diameter in either the vertical 
or horizontal position. A unique rotating vial ensures accurate set-up as well as 
repeated hole aligment. Two feed handles and dual safety switches allow for either 
left-or right-hand opertation.

Features
• Cuts 1” through 43/4” holes in steel pipe
• P rovides the horsepower and speed to maximize hole saw performance
• All ows left-and right-hand operation
• Easily mounts to pipe
• Ensu res repeated hole aligment

Specifi cations
• Chu ck speed:110 rpm
• Hole capacity : 1” to 43/4”
• D rill chuck capacity:1/8” to 5/8”
• Pipe clamping capacity:11/4” to 8”
• 1, 2 HP 13 amp motor

Accessories
• All jobber d rills and hole saws
• Integ ral arbor hole saws recommended for over 2” diameter (see table)

Model 258
Standard Equipment
• 258 cutter wi th hydralic ram
• Two speed foot pump and hose
• Pipe support with ball transfer head (two)
• Gene ral purpose cutter wheel for 21/2” - 8” Schedule

40 steel and galvanized pipe or rigid conduit.
• Adapter for 700 Power Drive
• Net weight 110 Ibs. (50 kgs)

Accessories
• RIDGID No. 700 Power Drives

- 115V or 230V, 25-50 Hz, UL Listed
- 115V 25-60 Hz (CSA Approved)

• Additional pipe support with transfer heads
• Two wheeled transport cart.
• Cutter wheel for thin wall (Sch. 10) pipe.

No. 258 Pipe Cutter 
showing Low Ball 
Transfer Heads and 
Model 700 Power 
Drive in place.

AH50767

Model 258XL
Standard Equipment
• 258XL cutter with hydralic ram
• Two speed foot pump and hose
• Pipe support with ball transfer head (two)
• Gene ral purpose cutter wheel for 8”-12” Schedule

40 steel and galvanized pipe or rigid conduit.
• Adapter for 700 Power Drive
• Net weight 145 Ibs. (66kgs)

Accessories
• RIDGID No. 700 Power Drives

- 115V or 230V, 25-50 Hz, UL Listed
- 115V 25-60 Hz. CSA Approved.

• Additional pipe support with transfer heads
• Two wheeled transport cart.
• Cutter for thin wall pipe.

AH58227

Stock
Code

Model
No. Description

Weight

lb. kg

AH50767 258 21/2” - 8” Power Pipe Cutter 95 43

Model
No. Description

Weight

lb. kg

AH58227 258XL 8” - 12” Power Pipe Cutter 177 80

Model
No. Description

Weight

lb. kg

AH57592
AH57597

HC-450
HC-450

43/4” Hole Cutting Tool, 110V
43/4” Hole Cutting Tool, 220V

42.0
42.0

19.0
19.0

Integral Hole Saw with Arbor

AH56902
AH56907
AH56912
AH56917
AH56922

R 32A
R 40A
R 44A
R 56A
R 72A

2” Hole Saw with Arbor
21/2” Hole Saw with Arbor
23/4” Hole Saw with Arbor
31/2” Hole Saw with Arbor
41/2” Hole Saw with Arbor

0.6
0.7
0.8
0.9
1.2

0.3
0.3
0.4
0.4
0.5

Stock
Code

Stock
Code
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No. 418 Oiler
Hand–operated, pumps easily by thumb action•
Completely portable, large pan catches oil run–off, chips•
Oil is double–fi ltered and recirculated through reservoir•
Chip pan 14½ / 2” (362mm) dia., 8½” (212mm) deep, hose length 54” (1, 4m).•

Stock Code Model No. Description

AH10883
AH72342

418
402

Oiler with 1 Gallon (3,78 Ltrs) of Thread Cutting Oil
Utility Oiler (Consists of Pump, Hose, and 

Attachments to screw onto 1–Gallon Oil Can 
(Oil Can and Oil not included)

ELECTRICAL TOOLS RE 60 ELECTRICAL TOOL
Ridgid Electrical Cut, Crimp and Punch Kit.

**All Kits Include: RE 60 Electrical Tool, (2) 18V Advanced Lithium 2 batteries, battery charger and blow-molded case.
*Includes SC-60C Cutter Head with Copper/Aluminum Blades.

Ordering Information
KITS*
STOCK CODE DESCRIPTION NO. OF HEADS CUT SC-60C CRIMP LR-60B PUNCH PH-60B
AH47228 RE60 Cut, Crimp and Punch Kit** 3 ü ü ü

AH47223 RE 60 Cut & Crimp Kit** 2 ü ü - 
AH47208 RE 60 Crimp Only Kit - ü -
AH47213 RE 60 Cut Only Kit (Cu/Al Blades) 1 ü - -
AH47218 RE 60 Punch Only Kit - - ü

ACCESSORIES
STOCK CODE DESCRIPTION WEIGHT

(lb.)            (kg)
AH47768 RE 60 Electrical Tool Only 5.5 2.5
AH47753 LR-60B Latching Round Crimp Head Only 3.3 1.5
AH47763 PH-60B Knockout Punch Head Only 3.5 1.6
AH47918 SC-60C Scissor Cutter Head w/ Blade for Cu/Alu Cable 4.7 2.1
AH49408 SC-60C Scissor Cutter Head with ACSR Blades 4.7 2.1
AH47773 RE 60 Electrical Tool Case Only 10.1 4.6
AH43323 18V Advanced Lithium 2.0Ah Battery 1.0 0.5
AH43328 18V Advanced Lithium 4.0Ah Battery 1.5 0.7
AH43333 Advanced Lithium Battery Charger 1.8 0.8

Specifications
• 60 kN hydraulic force output to cut armored cable up to 50 mm O.D., crimp Cu/Alu lugs up to

300 mm2 and punch round holes up to 4” (116mm)
• Automatic ram retraction when cutting and crimping
• Rubber overmolded grips for superior comfort and control
• Bright white LED workspace illumination light
• On/Off button for disabling tool when changing heads or transporting
• Nylon straps for greater tool security
• Approximate Cycle Time: 5 seconds
• Service Interval: 32,000 cycles

RIDGID  B-500   TRANSPOTABLE BEVELLER
Specifications
• Capacity: 3½" (100 mm) pipe and larger, flat plate; steel & stainless steel
• Pipe Wall/ Plate Thickness: min 0.188" (4,8 mm) / max 0.5" (12,7 mm)
• Bevel Angles: 37.5° (standard, included), 30° & 45° (optional cutter heads)
• Cutter Head: rated for most steel & stainless steel*
• Land Width: 0-3/16” (4,8 mm) in approximately 1/32” (0,8 mm) increments
• Motor Type: 230 V / 115 V, 50 / 60 Hz, universal
• Operating Speed: 950 RPM (no load)
• Weight: 24 kg
• Size: 40,1 × 29,2 × 33,8 cm (L × W × H)
• Standard Kit: beveller, manual crank handle, 37,5° cutter head, 6-4 edged inserts, torque driver, screws

Ordering Information
STOCK CODE DESCRIPTION WEIGHT

(kg)
AH49303 Portable Pipe Beveller w/37,5° Cutter Head (230 V, CE) 24
AH53543 Portable Pipe Beveller w/37,5° Cutter Head (115 V, CE) 24
AH48863 37,5° Cutter Head w/6 Inserts, 1 Anti-Seize Grease, 8 Screws 1,1
AH48858 30° Cutter Head w/6 Inserts, 1 Anti-Seize Grease, 8 Screws 1,1
AH48868 45° Cutter Head w/6 Inserts, 1 Anti-Seize Grease, 8 Screws 1,1
AH48873 Pack of 6 Inserts, 1 Anti-Seize Grease, 2 Screws, Case 0,1
AH48883 Anti-Seize Grease – 1 Tube 0,1
AH48888 Torx Wrench T15/S7 0,1
AH48893 Spanner Wrench 0,1
AH48898 5/16 Hex Wrench 0,1

49303 & 53543 kits contain: beveller (230 V / 115 V), manual crank handle, 37,5° cutter head, 6 – 4 edged inserts, torque driver, screws 

* Application, material, pipe diameter, wall thickness, pipe coatings, operator function, etc. are all key factors that will determine insert life. Beveller cutting 
head and inserts are optimized for standard A53 mild steel pipe; reduced insert life can be expected on other materials.

AH47228

AH49303 
AH53543 

63

Trading Pte Ltd

Model 258 / 258XL 8’-12” Power Pipe Cutter

The new RIDGID 258XL increases pipe cutting capacity from 8” to 12”. Utilizing the same displacement type cutter wheel technology, the patented design noe enables larger 
diameter pipe to be cut to length. The 258XL also incoporates the RIDGID 700 Power Drive to rotate the general purpose cutter wheel. Now one person can easily cut 12” 
schedule 40 pipe in minutes.
New accessories expand 258 and 258XL applications. A thin wall pipe wheel has been developed to cut schedule 10 pipe, even stainless steel. The thinner profile wheel 
along with limited wheel pressure ensures a clean cut without deforming the outside diameter. With the addition of a transport cart that quickly attaches to either the 258 or 
258XL, on-site mobility is improved.

AH57597

Model HC-450 Hole Cutting Tool

The RIDGID HC-450 is designed to quickly and easily cut to 43/4” diameter holes 
in steel piping. This allows for use of Mechanical T®’s, Vic-Let™, and welded sad-
dles. The RIDGID HC-450 mounts on pipe up to 8” diameter in either the vertical 
or horizontal position. A unique rotating vial ensures accurate set-up as well as 
repeated hole aligment. Two feed handles and dual safety switches allow for either 
left-or right-hand opertation.

Features
• Cuts 1” through 43/4” holes in steel pipe
• P rovides the horsepower and speed to maximize hole saw performance
• All ows left-and right-hand operation
• Easily mounts to pipe
• Ensu res repeated hole aligment

Specifi cations
• Chu ck speed:110 rpm
• Hole capacity : 1” to 43/4”
• D rill chuck capacity:1/8” to 5/8”
• Pipe clamping capacity:11/4” to 8”
• 1, 2 HP 13 amp motor

Accessories
• All jobber d rills and hole saws
• Integ ral arbor hole saws recommended for over 2” diameter (see table)

Model 258
Standard Equipment
• 258 cutter wi th hydralic ram
• Two speed foot pump and hose
• Pipe support with ball transfer head (two)
• Gene ral purpose cutter wheel for 21/2” - 8” Schedule

40 steel and galvanized pipe or rigid conduit.
• Adapter for 700 Power Drive
• Net weight 110 Ibs. (50 kgs)

Accessories
• RIDGID No. 700 Power Drives

- 115V or 230V, 25-50 Hz, UL Listed
- 115V 25-60 Hz (CSA Approved)

• Additional pipe support with transfer heads
• Two wheeled transport cart.
• Cutter wheel for thin wall (Sch. 10) pipe.

No. 258 Pipe Cutter 
showing Low Ball 
Transfer Heads and 
Model 700 Power 
Drive in place.

AH50767

Model 258XL
Standard Equipment
• 258XL cutter with hydralic ram
• Two speed foot pump and hose
• Pipe support with ball transfer head (two)
• Gene ral purpose cutter wheel for 8”-12” Schedule

40 steel and galvanized pipe or rigid conduit.
• Adapter for 700 Power Drive
• Net weight 145 Ibs. (66kgs)

Accessories
• RIDGID No. 700 Power Drives

- 115V or 230V, 25-50 Hz, UL Listed
- 115V 25-60 Hz. CSA Approved.

• Additional pipe support with transfer heads
• Two wheeled transport cart.
• Cutter for thin wall pipe.

AH58227

Stock
Code

Model
No. Description

Weight

lb. kg

AH50767 258 21/2” - 8” Power Pipe Cutter 95 43

Model
No. Description

Weight

lb. kg

AH58227 258XL 8” - 12” Power Pipe Cutter 177 80

Model
No. Description

Weight

lb. kg

AH57592
AH57597

HC-450
HC-450

43/4” Hole Cutting Tool, 110V
43/4” Hole Cutting Tool, 220V

42.0
42.0

19.0
19.0

Integral Hole Saw with Arbor

AH56902
AH56907
AH56912
AH56917
AH56922

R 32A
R 40A
R 44A
R 56A
R 72A

2” Hole Saw with Arbor
21/2” Hole Saw with Arbor
23/4” Hole Saw with Arbor
31/2” Hole Saw with Arbor
41/2” Hole Saw with Arbor

0.6
0.7
0.8
0.9
1.2

0.3
0.3
0.4
0.4
0.5

Stock
Code

Stock
Code
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AC01230

355mm(14”) Dry-Cut Metal Saw

AC01228

Die Grinder

AC01226

AC01227

Specifi cations

Max Cutting Capacities

90 deg.
Round Pipe 132mm
Square Stock 120mm (W) X 120mm(H)
Rectangular Stock 180mm(W) X 100mm(H)

45 deg.
Round Pipe 105mm
Square Stock 90mm(W) X 90mm(H)
Rectangular Stock 90mm(W) X 120MM(H)

25 deg. 80mm(W) X 120mm(H)
30 deg. 90mm(W) X 120mm(H) C-clamp required
35 deg. 80mm(W) X 120mm(H) C-clamp required
40 deg. 70mm(W) X 120mm(H) C-clamp required

Right Hand Miter

Left Hand Miter

Specifi cations
72210 CA62210 CA

L05 GD05 GD
deepS woLdeepS hgiH

W0021
zH05 / V011 ,zH05 / V032

0006-007200082-00001
)elbaliavA oslA mm8 ,”4/1 ,mm3 eziS( mm6

mm05
)H(mm77 x )W(mm27 x )L(mm014

With
)sbL3.5( gk4.2)sbL48.4( gk2.2

Reciprocating Saw

AC01229

AC01392

Specifi cations

Electric Mixers/Drill Electric Mixers

Specifi cations

Specifi cations

Code No
Model
Power input
Voltage
No Load r.p.m
N-m (Low Gear / High Gear)
Number of Gear
Amps (110V)
Amps (230V)
Thread for fixing the tool
Mixing Paddle (Max)
Net Weight

Code No
Model
Mode 
Power input
Voltage
No Load r.p.m
Collet
Max Wheel Diameter
Dimension
Soft Start & Overload Protection
Weight

Code No
Model
Power input
Voltage
No Load r.p.m
Chain clamp for pipe size
Stroke
Dimension (LxWxH)
Net Weight

AC 01229
RS 26
1500W
230V / 50Hz, 110V / 60Hz
1000-2000
1/2”- 6”
26mm (1”)
491 x 94 x 108mm
4.35kg (10Lbs)

Code No
Model
Power input
Voltage
No Load r.p.m
N - m
Gear
Spindle thread
Max. mixing paddle diameter

Switch
Handle
Net Weight

AC 01392
EVP 180
1100W
230V / 50Hz, 115V / 60Hz
750
12.6
1 Speed
1/2”- 20 unf
120mm (4-11/16”)
13mm(1/2”)
35mm(1- 3/8”)
Single Speed 
Tubular Steel
3.1kg (8 Lbs)

AC 01230
EV 32
800W
230V / 50Hz, 110V / 60Hz
750
6.0
1
7.20
3.60
M14 x 2
105mm (4-1/8”)
2.9kg (6.4Lbs)

Drilling
Capacity

Steel:
Wood:

Concrete Core Cutter

No water required!! Drilling without stain due to no cutting water!! Dry-type core drill

Super compact Core Drill!!

3-Speed Diamond Core Drill 12” Concrete Coring Machine

Reliability!! Basic Model

AC00818

AC00811

AC00813 AC00814

Features
Spring-loaded return handle• 
Patented self-adjust clamp mechanism• 
Patented water feed system rotates 360˚• 
Water feed cock can be connector either with • 
general water hose or quick coupler
Built-in clutch• 
Spring-loaded water collector double insulated motor• 

Applications
Core drilling in reforced concrete for air-conditioning, • 
telephone, electricity, water and gas supplies.

 •  Sampling of test pieces of concrete and asphalt
 •  Drilling of pilot hole for guard rail post, fence post
and resin anchor

 •  Drilling in masonry, refractory brick, extrusion-molded 
cement plate and ceramics

SB-491-810
Pole Base

SC-150
Drill Head

AC00812

Specifi cation

Model No Power
Supply

Rated
current

Max. 
output No load speed Max.

bit dia Size Weight

SC-120 220V
50/60Hz 8A 760W 500~1,000min-¹ (rpm) 120mm 87 x 365 x 150mm 3kg

(Note): Core Bit is to be purchased separately

Specifi cation

Model No Power
Supply

Rated
current

Max. 
output No load speed Max.

bit dia Stroke Size Weight

SC-125 220V 5A 1,020W 1,000min-¹ (rpm) 120mm
(160mm) 450mm 160 x 320 x 700mm 8.4kg

SC-150 220V 7A 1,780W 700min-¹ (rpm) 6”
(160mm) – 232 x 395 x 412mm 10.3kg

(Note): Core Bit is to be purchased separately

Specifi cation (Pole Base)

Model No Stroke Size Weight

SB-491-810 507mm 177 x 217 x 810mm 7.5kg

Most powerful electric power wall cutter.

Specifi cation

Model No Power
Supply

Rated
current No load speed Max. blade 

dia
SCW -26RE
SCW-30RE

220V 10A
300/700min-¹ 

(rpm)
30” (760mm)

Blade 
hole dia

Depth of 
cut Motor Size Weight

35mm 290mm DC 460 x 483 x (749~902)mm 38kg

Blade CoverCDW-30RE
Electric Wall Cutter

1200L N 
Track Rail

B-20R
Control unit

SCW -26RE
AC00814
SCW-30RE
AC00815

Specifi cation

Model No Power
Supply

Rated
current No load speed Max. blade 

dia
SCC-305R 220V 9.1A 3600min-¹ (rpm) 12” (305mm)

Blade 
hole dia

Depth of 
cut Size Weight

25.4mm 100mm 250 x 578 x 318mm 8.9kg
Soft start switch reduces shocks in starting.
(Note): Diamond blade is to be purchased separately.

SCC-305R
High power! The largest 12” blade in electric power handy type

AC00816

Nominal power (W) 2400
Load speed (1/min) 300/640/960
Length without handle (mm) 488
Weight without stand (kg) 11.9
Drilling ø in concrete 40-250
Approx. in drill stand
Tool fixture 1 1/4” male+

G 1/2” female

Stock Code AC00814
Product model SC-305
Concrete drilling range ~12” (~305) (mm)
Rated voltage 110/220 (v)
Rated frequency 50~60 (Hz)
Rated input power 4650 (w)
No-load speed 100-380/760 (rpm)
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AC01230

355mm(14”) Dry-Cut Metal Saw

AC01228

Die Grinder

AC01226

AC01227

Specifi cations

Max Cutting Capacities

90 deg.
Round Pipe 132mm
Square Stock 120mm (W) X 120mm(H)
Rectangular Stock 180mm(W) X 100mm(H)

45 deg.
Round Pipe 105mm
Square Stock 90mm(W) X 90mm(H)
Rectangular Stock 90mm(W) X 120MM(H)

25 deg. 80mm(W) X 120mm(H)
30 deg. 90mm(W) X 120mm(H) C-clamp required
35 deg. 80mm(W) X 120mm(H) C-clamp required
40 deg. 70mm(W) X 120mm(H) C-clamp required

Right Hand Miter

Left Hand Miter

Specifi cations
72210 CA62210 CA

L05 GD05 GD
deepS woLdeepS hgiH

W0021
zH05 / V011 ,zH05 / V032

0006-007200082-00001
)elbaliavA oslA mm8 ,”4/1 ,mm3 eziS( mm6

mm05
)H(mm77 x )W(mm27 x )L(mm014

With
)sbL3.5( gk4.2)sbL48.4( gk2.2

Reciprocating Saw

AC01229

AC01392

Specifi cations

Electric Mixers/Drill Electric Mixers

Specifi cations

Specifi cations

Code No
Model
Power input
Voltage
No Load r.p.m
N-m (Low Gear / High Gear)
Number of Gear
Amps (110V)
Amps (230V)
Thread for fixing the tool
Mixing Paddle (Max)
Net Weight

Code No
Model
Mode 
Power input
Voltage
No Load r.p.m
Collet
Max Wheel Diameter
Dimension
Soft Start & Overload Protection
Weight

Code No
Model
Power input
Voltage
No Load r.p.m
Chain clamp for pipe size
Stroke
Dimension (LxWxH)
Net Weight

AC 01229
RS 26
1500W
230V / 50Hz, 110V / 60Hz
1000-2000
1/2”- 6”
26mm (1”)
491 x 94 x 108mm
4.35kg (10Lbs)

Code No
Model
Power input
Voltage
No Load r.p.m
N - m
Gear
Spindle thread
Max. mixing paddle diameter

Switch
Handle
Net Weight

AC 01392
EVP 180
1100W
230V / 50Hz, 115V / 60Hz
750
12.6
1 Speed
1/2”- 20 unf
120mm (4-11/16”)
13mm(1/2”)
35mm(1- 3/8”)
Single Speed 
Tubular Steel
3.1kg (8 Lbs)

AC 01230
EV 32
800W
230V / 50Hz, 110V / 60Hz
750
6.0
1
7.20
3.60
M14 x 2
105mm (4-1/8”)
2.9kg (6.4Lbs)

Drilling
Capacity

Steel:
Wood:
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Accessories

Expanding Bolts
Shell Type A
Steel Sherardized
Conical Bolt, Washer, Hexagon Nut

AD00124

Expanding Hexagon Head Bolts
Shell Type H (Patented)
Steel Sherardized
Conical Nut, Washer, Hexagon Setpin

AD00161

Expanding Hook Bolts
Shell Type H (Patented)
Steel Sherardized
Zinc plated hook bolt,
Hexagon Nut, Washer

AD00169

Expanding-Eye-Bolts
Shell Type H (Patented)
Steel Sherardized
Zinc plated eyebolt,
Hexagon Nut, Washer

AD00173

Open Expanding Eye Bolts
Shell Type H (Patented)
Steel Sherardized
Zinc plated open-eye bolt,
Hexagon Nut, Washer

AD00179

Expanding Shells Only
Shell Type H (Patented)
Stainless Steel

AD00184

Stock
Code Code DIMENSION

mm mm mm

Diameter
bare-hole

Length to 
pinch in

Depth 
bore-hole

AD00124
AD00125
AD00126

K510AC
K520AC
K530AC

M5 x 50 x 35
M5 x 60 x 35
M5 x 80 x 35

8
8
8

10
20
40

40
40
40

AD00128
AD00129

K550AC
K560AC

M6 x 60 x 40
M6 x 75 x 40

11
11

13
26

45
45

AD00131
AD00132
AD00133
AD00134
AD00136

K580AC
K590AC
K600AC
K610AC
K620AC

M8 x 55 x 40
M8 x 85 x 40
M8 x 75 x 50

M8 x 100 x 50
M8 x 140 x 50

14
14
14
14
14

7
27
17
42
82

45
45
55
55
55

AD00140
AD00141
AD00142
AD00143
AD00144
AD00145

K650AC
K660AC
K670AC
K680AC
K690AC
K700AC

M10 x 90 x 50
M10 x 80 x 60
M10 x 110 x 50
M10 x 100 x 60
M10 x 120 x 60
M10 x 140 x 60

17
17
17
17
17
17

20
10
40
30
50
70

55
65
55
65
65
65

AD00147
AD00150
AD00151
AD00152
AD00153
AD00154
AD00155
AD00156

K720AC
K750AC
K760AC
K770AC
K780AC
K790AC
K800AC
K810AC

M12 x 80 x 60
M12 x 110 x 80
M12 x 120 x 60
M12 x 120 x 80
M12 x 140 x 80

M12 x 140 x 100
M12 x 155 x 80

M12 x 160 x 100

20
20
20
20
20
20
20
20

8
18
48
28
48
28
68
48

70
90
70
90
90
110
90
110

AD00157
AD00158
AD00159

K850AC
K860AC
K870AC

M16 x 110 x 80
M16 x 160 x 80

M16 x 140 x 100

25
25
25

15
45
25

90
90
110

Code DIMENSION
mm mm mm

Diameter
bore-hole

Length to
pinch in

Depth
bore-hole

AD00160
AD00161
AD00162
AD00163
AD00164
AD00165
AD00166
AD00167
AD00168

TAC110
TAC120
TAC130
TAC140
TAC150
TAC160
TAC170
TAC180
TAC190

M6 x 50 x 40
M6 x 70 x 40
M8 x 65 x 50
M8 x 90 x 50

M10 x 70 x 60
M10 x 90 x 60
M12 x 90 x 80
M12 x 120 x 80
M16 x 110 x 100

11
11
14
14
17
17
20
20
25

15
35
20
45
15
35
20
50
25

40
40
50
50
60
60
80
80

100

Code DIMENSION
mm mm

Diameter
bore-hole 

Depth
bore-hole

AD00184
AD00185
AD00186
AD00187

HINO240
HINO250
HINO260
HINO270

M6 x 40
M8 x 50

M10 x 60
M12 x 80

11
14
17
20

40
50
60
80

Code DIMENSION
mm mm

Diameter
bore-hole 

Depth
bore-hole

AD00179
AD00180
AD00181
AD00182
AD00183

TRAC120
TRAC130
TRAC140
TRAC150
TRAC160

M6 x 70 x 40
M8 x 90 x 50

M10 x 110 x 60
M12 x 140 x 80

M16 x 180 x 100

11
14
17
20
25

40
50
60
80

100

Code DIMENSION
mm mm

Diameter
bore-hole 

Depth
bore-hole

AD00173
AD00174
AD00175
AD00176
AD00177

OAC120
OAC130
OAC140
OAC150
OAC160

M6 x 70 x 40
M8 x 90 x 50

M10 x 110 x 60
M12 x 140 x 80

M16 x 180 x 100

11
14
17
20
25

40
50
60
80

100

Code DIMENSION
mm mm

Diameter
bore-hole 

Depth
bore-hole

AD00169
AD00170
AD00171

DAC110
DAC120
DAC130

M5 x 50 x 35
M6 x 60 x 40
M8 x 75 x 50

8
11
14

35
40
50

Stock
Code

Stock
Code

Stock
Code

Stock
Code

Stock
Code

67

Shear Wrench (G Type)

Specifi cation
Model Code GM-222EZ

AC00991
GM-242EZ
AC00989

GM-302EZ
AC00990

Frequency 50-60Hz 50-60Hz 50-60Hz
Rated Voltage (S.P.) 230V 230V 230V
Max. Current 5.5A 5.5A 5.5A
Rated Input Power 1200W 1200W 1200W
Intermittent Operation
(rated operating time / rated resting time) 2s/3s 2s/3s 2s/3s

Rated Max. Torque 753N.m (542lbf.ft) 950N.m (701lbf.ft) 1900N.m (1420lbf.ft)
No - Load Speed 14min-¹ (rpm) 10min-¹ (rpm) 5min-¹ (rpm)
Sound Pressure Level 87dB(A) 87dB(A) 87dB(A)
Acoustic Power Level 98dB(A) 98dB(A) 98dB(A)
Vibration Level 2.5m/s² or below 2.5m/s² or below 2.5m/s² or below
Adaptable Bolt Dia. S10T M16, M20, M22 M16, M20, M22,M24 M27, M30

A325 5/8”, 3/4”, 7/8” 3/4”, 7/8”, 1” 1–1/8”
A490 5/8”, 3/4” 3/4”, 7/8” 1–1/8”

Weight (Main Body) 4.8kg (10.6lbs) 6.2kg (13.7lbs) 6.7kg (14.8lbs)
Protection Class  (class II tool)  (class II tool)  (class II tool)

Corner Shear Wrench

Simple Torqon (GSR)

Specifi cation

MODEL S-80EZ
AC01196

Voltage 115V 220V

Max. Current 11.5A 5.5A

Max. Poer Consumption 1100W 1100W

Frequency 50/60Hz

Max. Torque 804N.m (595lbf. ft)

No – Load Speed 12rpm 12rpm

Weight 8.0kg (17.6lb)

S-80EZ
AC01196

Machined Test Pieces

Grade of bolt according 
to mechanical properties

Yield Strength
(N/mm²)

Tensile Strength
(N/mm²)

Elongation
(%)

Reduction of Area
(%)

Model: S 10 T 900mins 1000~1200mins 14mins 40mins

Full Size Bolts

Grade of bolt according 
to mechanical properties

Tensile Load (min) (KN)

HardnessNominal Size of Threads

M16 M20 M22 M24 M27 M30

Model: S 10 T 157 245 303 353 459 561 Hrc 27 ~28

GM 222EZ
AC00991

GSR 52E
AC01192

GM 242EZ
AC00989

GM 302EZ
AC00990

Specifi cation

Model Code
Stock Code

GSR-52E
AC01192

GSR-72E
AC01193

GSR-122E
AC01194

GSR-212E
AC01195

Rated Voltage
(Single Phase) 230V ~ 230V ~ 230V ~ 230V ~

Max. Current 6A 6A 6A 6A
Max.Input Power 1350W
Rated Input Power 710W
Controllable 
Torque Range 200 ~500N.m 350 ~700N.m 600 ~1200N.m 1000 ~2100N.m

No-Load Speed 23min-¹ 16min-¹ 9min-¹ 5min-¹
Weight (Main Body) 4.9kg (10.8lb) 5.4kg (11.9lb) 7.1kg (15.6lb) 7.3kg (16.1lb)
L (mm) 237 ~254 248 ~265 282 ~293 281
L1 (mm) 106 ~123 117 ~134 150 ~161 150
L2 (mm) 64 75 94 101
L3 (mm) 41 ~58 41 ~58 55 ~66 49
D1 (mm) 68 75 85 98
H (mm) 286 289 304 299

GSR-52E / GSR-72E
AC01192 / AC01193

Model Bolt Size
Ø D

Bolt Across fl at
B1

Bar Socket
ØD A

S10T A325
A490 S8T (mm) (inch) (mm) (mm)

MRU24T M16 24 54 82.5
MRU27T M16 5/8” M18 27 1–1/16” 59 82.5
MRU30T M20 30 59 82.5
MRU32T M20 3/4” M22 32 1–1/14” 59 82.5
MRU36T M22 M24 36 65 82.5
MRUB46Z 7/8” 1–7/16” 65 82.5
MRU41T M24 1” M27 41 1–5/8” 70 90.0

GSR-122E
AC01194

HRU36T M22 M24 36 70 82.5
HRUB46Z 7/8” 1–7/16” 70 82.5
HRU41T M24 1” M27 41 1–5/8” 75 90.0
HRU46T M27 1–1/8” M30 46 1–13/16” 80 100.0

GSR-212E
AC01195

VRU41T M24 1” M27 41 1–5/8” 75 125.0
VRU46T M27 1–1/8” M30 46 1–13/16” 80 125.0
VRU50T M30 M33 50 85 125.0
VRUB64Z 1–1/4” 2” 85 125.0

Stock Code
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